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WinPond Version and Build

To locate the current WinPond Version and Build on the main WinPond Menu, click on
Help and then click on About WinPond. The current version and Build will be displayed.

To be sure that your version of WinPond is the latest version, compare the Build number
in About WinPond with the latest version installed on your system.

1 A

About WinPond

Winpond Version 1.0

Build:  1.0.1736.13059

Close

WinPond Windows/DOS Differences

The conversion and upgrade from the DOS Missouri Pond program to the MS Windows
WinPond program involves differences resulting from the change from a DOS to a
Windows environment. These changes primarily involve the use of function keys to
move the cursor in DOS, to the use of a Mouse to move the cursor in Windows.
WinPond uses common Windows conventions including tool bars, lists, and
multiple windows. WinPond also, uses many of the features of Windows.

On some screens (tabs) the changes in data entry will not be extensive. Data entry
involves keying in the data into a data entry box and using the Tab key to move the
cursor to the next data entry box.

In other cases, the change from DOS to Windows will involve moving from one screen
(tab) to another screen (tab) to initiate the execution of a procedure. The entry of data in
a specific field can initiate the execution of a programmed procedure. Sometimes
entering data on a screen will effect a change on another screen (tab) farther down the
WinPond design sequence.

In general, when data is supplied by the WinPond program on a screen, the value of the
data in a data entry box can be changed. The new data entry value will override the
previous value in the box which originated either from previously entered data, from



calculations or from default data.

After a review of WinPond processing from a DOS to Windows conversion, upgraded
processing has been added to provide smoother processing in the design of a dam.

Some of these upgraded features include the following:

1. Runoff Curve Number (RCN) processing on the Hydrology tab - T3

2. Processing of Trials on the Principal Routing tab - T7

3. Design check processing for Pipe Length on the Design Check tab - T10

4. Height of Instrument and Percent ground slope on Ground Profile/Cross Section tab -
T11.

o

Template processing for Embankment Cross Section processing on Embankment

Cross Section tab - T12

No

Report processing on the Reports tab - T14
Template processing for a WinPond dam project on the Elevation/Storage tab - T2.

See Step 6 Build a Template on Elevation-Storage tab - T2, below.

WinPond Admin Setup Walkthru

ATTENTION: Microsoft .NET 1.1 must be installed before WinPond software

installation is attempted.

Requirements for installing WinPond on your computer include the following actions:
1. Use your Web browser to download the WinPond software. Go to the CCE
Certified

Website for XP applications.

a.

@~oooyo

The URL for the CCE Certified Website:
http://servicecenter.kcc.usda.qgov/Sfw_a_d.htm

On the CCE Certified Website, click on Software S-Z.

Find the entry for WinPond  (NOT YET)

In the Location Available column in the WinPond row,click on Download.
Download the WinPond software into the temp directory on your PC.
Record the path for this location.

Proceed to next step to Install WinPond on your PC

Select either a New WinPond Installation or

a Previous WinPond Installation.

2. Install WinPond on your PC.

Attention: When an error message about Microsoft .Net 1.1 appears, install
Microsoft .Net 1.1 software before attempting to install WinPond.

When installing WinPond on a computer, if .Net 1.1 is present on
the system no error message will appear.

When the computer is a CCE computer and .Net 1.1 software is
not
found the following message will appear:



Net 1.1 not found
This application requires 1.1
Please Install CCE UPDATE1

When the computer is NOT a CCE computer and .Net 1.1
software
is not found the following message will appear:

.Net 1.1 not found
This application requires 1.1
Please Install dotnetfx.exe

Download dotnetfx.exe from Microsoft

%% Uninstall the old WinPond release  *****
If an earlier WinPond release is currently installed on your PC, uninstall
the old software.

a. Save critical data files
Save any critical data files to the following data path location.
(See Step 3. Set Defaults\a. General Tab below).
C:\Documents and Settings\userld\Local Settings\Application
Data\USDA.NRCS\WinPond

Files saved in the WinPond install directory must be deleted when a new
version is installed. The WinPond program files (install directory) are
located at C:\Program Files\USDA\WinPond

b. Previous WinPond Installation:
Remove previous WinPond software package and load the latest build,
WinPond, Version 1 software:
1) Click Start, point to Settings.
2) Click Control Panel.
3) On the Control Panel window double click on the Add or Remove
Programs icon.
4) On the Add or remove Programs window, click on WinPond.
5) Click on the Change/Remove button.
6) Click on the Remove radio button (round).
7) Click on the Next button.
8) On the Confirm Install window, click the OK button.
9) Click on the Finish button.
10) Close all windows opened in the Add/Remove process above.

11) Remove the entire folder when present - C:\Program
Files\USDA\Winpond
12) Go to Step 2.c New WinPond Installation below to load new
WinPond version.



***x%  |nstall the latest WinPond release  *****

ATTENTION: Microsoft .NET 1.1 must be installed before WinPond
software installation is attempted.

To install the latest WinPond, Version 1 software proceed as follows:

c. New WinPond Installation

1) Close running programs on the system.

2) Click Start.

3) Click Run.

4) In the RunWindow, click the Browse button.

5) Move to the file location (path) where you downloaded the
winpond_inst.exe file.

6) Click on winpond_inst.exe in the Browse window to populate
the file name box.

7) In the Browse window, click on the Open button .

8) In the Run window, which now contains the path of the
winpond.inst.exe file,
click the OK button.

Your WinPond project files will be located at the file location (path)

you entered on the Tools/Options/General Menu. Add a WinPond Projects
folder at that path location to store your WinPond project files.

See Topic Y WinPond Default Processing.

Files saved in the WinPond Install directory will be deleted when a new
version is installed. The WinPond program files (Install directory) are
located at My Computer\C:\Program Files\USDA\WinPond

3. Set Defaults

To change default values for creation of a project in WinPond, on the toolbar
at the top of the screen, click on Tools/Options.

Many of the following defaults are used in making calculations related to the tabs
listed below. These defaults used in calculations often are not displayed on any of
the WinPond tabs.

The order of the options tabs shown below is the same order as the defaults
for the DOS Pond program.

Options tabs displayed include the following:

WinPond Tab Location
a. General Tab Any WinPond tab
Data Path
This data path contains the default value for storing user program files including




DEFAULT.PRJ files and samples. This path automatically saves/opens
WinPond project files. The following data path is displayed in the data path
window:

C:\Documents and Settings\userld\Local Settings\Application Data
\USDA.NRCS\WinPond

This data path contains the location of your saved .prj files (dam project files).
This area will not be affected by installation of a new software version of
WinPond.

The WinPond data path default value contains the current userid. This use of
the userid allows different users the option of creating a set of unique values that
are specific to their WinPond designs.

If you decide to change the value in the data path to a user defined (new) path,
all future WinPond saves and opens of project files will start in this user defined
path.

Footer for Cover Page
Office Name & Address for the Project Reports

Required data

1) To enter Office Name and Address, on the menu click on Tools/Options.

2) On the Options General Tab, in the Footer for Cover Page box, enter Office
Name and Address.

3) Click the OK button

b. Auxiliary Spillway Auxiliary Spillway tab - T8
Auxiliary Spillway to top of dam (ft.) 2.00
Freeboard (ft.) 1.00
Minimum bottom width (ft.) 10.00
Maximum bottom width (ft.) 150.00
c. Ground Ground Profile/Cross Section tab - T11
Station Increment (ft.) 0.00
Repeat distances: Yes X
No
Offset for slope (ft.) 30.00
d. Rainfall Hydrology tab - T3
Rainfall distribution type: I
IA
Il X
1]
e. Drawdown Principal Routing tab - T7

NOTE: Drawdown Time uses the shortest of these 3 conditions:



Feet above inlet 0.00
Percentage of Storage drained 85.0
Minimum flow in cu.ft./sec. 0.10
f. Earthwork Embankment Cross Section - T12
Slopes Settled X
Constructed

Berm Settles Yes
No X

4. Test with Sample file:
Sample file data has been provided for X Dam projects:
Sample 1: Missouri, Boone County
Sample 2: Missouri, Worth County

To use a sample file, on the Project Tab:
Click on File on the Main Menu,
Click on Open,

Click on the selected Sample file.

5. Test the Winpond design using Trials:
The WinPond program provides the dam designer with the capability to test parts of
the current WinPond design by using trials. Trials are present on the following tabs:
a. Conduit trials to test design variables for adjusting the dam height
Conduit - T6
Principal Routing - T7

b. Input Channel characteristics (calculated method only) - 2 trials
Auxiliary Spillway - T8
Length
Slope

c. Cross section Templates
Each template represents a possible design for the current dam.
Embankment Cross Section - T12

6. Project data recovery
In the event of a major error such as a data exception

a. Close the file immediately!!! Do not save the file!
Do not move to the next tab (data is automatically saved)!

A data exception will corrupt the current dataset resulting in unreliable data.
b. On the Menu Click on Tools/Recover Last Project to recover uncorrupted
data

from a previous save. Otherwise, rekeying all the data may be necessary.

c. To have a record of data entered, make a screen print of each tab,



after data has been entered.

***%*  To create a screen print for a WinPond tab. *****

1. Hold down the Alt key and press the Print Screen key.

2. On a blank MS Word screen,
On the Menu, Click Edit/Paste to display the screen print.
On the Menu, Click Print.

3. Clear the MS Word screen.
Click near the edge of the screen print until black dots appear at
the edge.
Press the Delete key to clear the screen.

7. Build a Template for a dam project on Elevation-Storage tab - T2

When creating a WinPond Dam Project Template for other dam projects in this state,
click on the link in the lower right corner of the screen: | am making a template
project.

When you are creating a Dam Project Template, do not enter storage data on the
Elevation-Storage tab (T2) or ground data on the Ground Profile/Cross Section
tab (T11). Clicking on the Template project link will allow passage to the Hydrology
tab (T3) without entering data on the Elevation-Storage Tab (T2).

To Build a Dam Project Template or to Use the WinPond Template:

*xkk Build a Dam Project Template — ****
1. When building a Dam Project Template, enter data in all fields that will remain
constant from one Dam Project to the next.

2. Data on the Elevation-Storage tab will change for each project. Do not enter data
on the Elevation-Storage tab (T2).

3. Click the link: | am making a template project.
Clicking on this template project link will allow the user to advance to the Hydrology
tab (T3) without entering data on the Elevation-Storage tab (T2). Otherwise, data
entry is required on the Elevation-Storage tab.
4. Data initially appearing on the Hydrology tab comes from the default.prj file.
The user can change any numbers on the following tabs:
Hydrology tab, T3
Sediment, T4
Principal Spillway, T5
Conduit, T6
Principal Routing, T7
Aux Spillway, T8
Aux. Routing, T9
Design Check, T10

5. Do not enter data on the Ground Profile/Cross Section tab. (T11). Data on the
Ground Profile/Cross Section tab will change for each project.



6. Data can be changed on the following tabs:
Embankment Cross Section, T12
Ground/Embankment Intersection, T13
Reports, T14
7. Termination of the template should be decided by the user.
The best place to terminate a WinPond template is after reports have been
selected.

8. Do not create reports. WinPond will fail, because data is missing from the tabs
that do not have data.

9. When the WinPond template has been prepared, save the completed
Template:
a. On the menu click on File
b. Click on Save As.
c. Key in a file name, e.g., WinPondTemplateA
d. Click on the Save button.

¥xxx Use the WinPond Template  ****
1. In WinPond, on the menu click on File.
2. Click on Open.
3. Click on template name, e.g., WinPondTemplateA
4. Use the WinPond template to build a Dam project.

10. Enter Project Data for a Dam in your State/County.



A Project Tab - T1 01/27/2005

The Project screen is used for entering data related to project report identification.

To see the shaded current tab location more clearly, move the mouse pointer over the
tabs. The current tab shading will be displayed.

On any tab the current tab is highlighted and outlined. Tabs accessible from the current
tab are highlighted. For example, from the current Project tab (T1) active tabs
accessible are Elevation-Storage (T2) and Ground Profile/Cross Section (T11). All other
tabs that are not highlighted are locked out.

For data entry on a WinPond tab, proceed from the current data entry location to the
next data entry location by pressing the Tab key.

Generally, when a data entry box is present, data can be entered overriding the previous
data in the box.

Eij WinPond - SAMPLE2.PR] : Sample 2 = o ] 9
Fie Tools Help

United States Depariment of Agricsiure

ONRCS Eriendion Semce

Besign Check Ground Profile/Cross Section Embankment Crosz Section

Project | Elevation-Storage | Hydroloay Sediment | Principal Spillway Conduit | Principal Routing | Bape Spillway Pane Routing
Project: [sample 2
State: Il't"lissouri ;I
County:  [Woh |

Landowner: IJ_Q_ Farmer

Township: I1D

Rangs: |20
MNotes/Description:
Section: |2 This project is @ dam located on J.Q. Farmer's farm on & |
noname creek nearinterstate 70.
Tract: |3 The example dam includes the following additions ta the
Sample? data.
Field: |d 1. Sediment = 2.00 above and below inlet on Sediment
T4.
Designed By: |J_Q_ Engineer 2. Dropinlet on Principal Spillway T5.
3. Adjusted Inlet Elepation = 94.00 on Principal =
Date: 1/24/2005

**xx Data Entry for Project on Tab 1 **%x*
Project data are entered on the Project Tab. These data appear as identifying data on
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the report header for each set of reports created. The report header is displayed on
each set of one or more reports requested by the user. The following data are entered

on the Project tab:

1. Project
Required data

2. State
Required data

3. County
Required data

4. Landowner
Required data

5. Township
Optional data

6. Range
Optional data

Official project name, e.g., Beaver Dam 1

Enter a brief description of the project in the
Notes/Description Box. See Step 12. Notes/Description
below.

In the State choice list box, click on the down arrow and
select the state name. States are from the TR55 Rainfall
Database.

States on the choice list include the 50 United States,
Pacific Basin, Puerto Rico, Virgin Islands, and
Washington, DC.

Generally, from the Great Plains to Eastern United States
data will be present in the TR55 Database. From the
Rocky Mountains west, data the TR55 Database will be
equal to zeros.

To locate the wanted state on the choice list, either use

the scroll bar on the right side of the choice list, or type in
the first 5 characters of the wanted state. Click on the
wanted state to make your selection.

In the County choice list box, click on the down arrow, and
select the county where the project is located. Counties are
from the TR55 Rainfall Database.

The county entered is used to determine the rainfall values
to be used.

To locate the wanted county on the choice list, either
use the scroll bar on the right side of the choice list, or
type in the first 5 characters of the county. Click on the

wanted county to make your selection.

Name of the Landowner, e.g., John Q. Farmer

Project location, e.g., 47N

Project location, e.g., 12W



7. Section
Optional data

8. Tract
Optional data

9. Field
Optional data

10. Designed By
Required data

11. Date

12. Notes/Description
Optional data

13. Office Name & Address
Required data

11

Project location, e.g., 25

Project location, e.g., 3

Project location, e.g., 2

Designer name or initials, e.g., J.Q. Engineer

Computer generated last modified date, e.g., 11/20/2004.

Enter a brief statement describing the current Project,
e.g., This project is a Dam located on John Farmer's
farm on noname creek near Interstate 70.

Add notes to describe any special characteritics about
this project to help a reviewer at a later date.

For ease of reading this description on the report heading,
number the items in the description and supply a blank line
after each item. The maximum number of lines printed for
this Description item is limited to about 65 printed lines on
the report. The storage space for the Description will hold
more items that will not be printed.

When the length of notes exceeds the size of the window,
use the scrollbar on the right side of the data entry window
to view the entire message.

for the Project Reports

To enter Office Name and Address, on the WinPond menu
click on Tools/Options. On the Options/General Tab, in the
Footer for Cover Page box, enter Office Name and
Address. Click on the OK button.



B Elevation-Storage -- T2

**&xx  Create a WinPond Project Template

12

*kkkk

01/27/2005

To create a WinPond Dam Project Template for use in creating other dam projects in
this state, click on the link in the lower right corner of the screen, "l am making a
template project”. When you are creating a Dam Project Template, do not enter
storage data on the Elevation-Storage tab (T2) or ground data on the Ground
Profile/Cross Section tab (T11). Clicking on the Template project link will allow
passage to the Hydrology tab (T3) without entering data on the Elevation-Storage Tab

(T2).

To Build a Dam Project Template or to Use the WinPond Template, go to the end of
this topic for instructions. For normal Elevation-Storage processing see Data Entry for
Elevation-Storage on Tab T2 below.

Acres Method

Bd WinPond - SAMPLE2.PR] : Sample 2

File Tools Help

United States Department of Ag
0 NR Natural Resources
A Conservation Semvice
Dresigr

gn Check I Ground Profile/Cross Section I Em

riesture

_ ol x|

Project | Elevation-Storage Hydrology | Sediment

Select the desired elevation storage input method: = Acres " Square Inches
|EIevation—StDrag-e Diata (in Acres) |
|Elevati0rt (feat) | Pool Area ‘ Int. Storage ‘ ‘a’-‘mum. Storage

(acres) (ac.ft.) (ac.ft.)

Delete | 711] | 0.0]

S 0] | s = | 77

Delete | 23 | 2] | 66| | 3893

Delete | 55.0] | 32| | 221 | 41.13|

Delete | 1003] | 35] | 436 | 4549|

Delete | 10z20] | 38] | 621 | 51.63]

Delete | | | | | | | |

Delete | | | | | | | |

Clear All View I | am mzking & template project.

***xx Data Entry for Elevation-Storage on Tab T2

*kkkk

The Elevation-Storage Tab provides a choice of the method used to enter your
elevation-storage data. The elevation (stage) storage data is entered on this Tab.

Depending on the method chosen one of two screens will be displayed.

When the Acres method is chosen, the Elevation-Storage Data (in Acres) screen is

displayed.
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When the Square Inches method is chosen, the Elevation-Storage Data (in Square
Inches) screen is displayed.

Select a Method
1. When new project data will be entered, click on the Elevation-Storage Tab.
The Elevation-Storage Data (in Acres) screen will appear.

2. Click on the appropriate radio (round) button to select the wanted elevation storage
method: Acres or Square Inches. The selected unit of measure for Pool Area will
be used in this pond design.

3. The recommended sequence for entering data on this Tab includes the following.
a. When entering data, enter 1 row at a time.

b. Enter the data for column 1.
Tab to next column.
Enter data for column 2.
Tab to column 1 on the next line.

The Interval Storage and Accumulated Storage values will be calculated for the last

row.

c. To install a new elevation row of data within an existing ascending sequence of
entered data, enter the new row of data in the blank boxes below the ascending
sequence. Install the new values into the ascending sequence by pressing the
Tab key.

d. To remove a data row from the existing ascending sequence, click on the Delete
link to the left of the selected data row.

e. To remove data from all rows, click on the Clear All link located below the series of

Delete links on the left side of the screen.

Acres Method
1. When Acres radio button has been clicked, the Acres radio button will be turned
on. The title, "Elevation Storage Data (in Acres)" will appear above the table, and.
four data entry columns will be displayed:
Elevation (feet)
Pool Area (acres)
Int. Storage (ac.ft.)
Accum. Storage (ac.ft.)

a. Enter Elevation (feet) and Pool Area (acres) data.
In this table data can be entered only in columns 1 and 2. When using an
example or a saved project file with data in this table to create a new project,
click on the Clear All link below the series of Delete links on the left side of the
screen. Enter the wanted data in the empty table.
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Data on the Elevation-Storage Tab

Elevation (feet)

Pool Area (acres)

Int. Storage (ac.ft.) and
Accum. Storage (ac.ft.)

Square Inches Method

Known elevations for the pool areas, should be entered in
the first column. The easiest way to enter the elevations
is in ascending order.

Enter the Pool area at each corresponding elevation in
the second column. Pool Area should be entered in acres
or square inches depending on the method chosen.

When the Acres method has been selected and data

has been entered in the second column as acres, the
data in the second column are automatically converted to
Square Inches when the method is changed to Square
Inches. The acres values will then appear in the third
column.

For numbers in the Pool Area column, as Elevation
increases Pool Area values must also increase.

Interval Storage and Accumulated Storage are calculated
values which are displayed in the two right most columns.
These values are displayed in acre feet and cannot be
edited.
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B WinPond - SAMPLEZ.PR] : Sample 2 =1oj =|

File Tools Help

Wnited States Department of Agricsiure

ONRCS B S erice

Design Check I Ground Profile/Cross Section I Embanlkment (

Project | Elevation-Storage | Hydrology | Sediment | Princi lwa | A Routing
Select the desired elevation storage input method: i~ Acres %" Square Inches
Enter the scale of the map: 1inch = IWD— feet
|Eleva-tion-5torage Diata (in Sguare Inches) |
|E|eva‘tiort (feet) | Pool Area ‘ Pool Area ‘ Int. Storage | |A{:cum. Storage
(=g.in.) (acres) (ac.ft) (ac.ft)
B | 7] | 0.0] | 0.0]
| 560] | 11.33] | 26| | 2237| | 32.37
| 53] | 135] | 31] | 556 | 38,93
| 50| | 13.34] | 32| | 221] | 41.13]
| 100.3] | 15.25] | 35| | 436] | 4543|
B | 1020] | 16.55] | 3s| | 621 | 51.69]
Delete | | | | | I | | |
Delete | | | | | I | | |
Clear All Miew | am making & template project.

1. When Square Inches radio button has been clicked, the Square Inches radio
button will be turned on. The title, "Elevation Storage Data (in Square Inches)" will
appear above the table, and five data entry columns will be displayed:

Elevation (feet)

Pool Area (sg.in.)

Pool Area (acres)

Int. Storage (ac.ft.)
Accum. Storage (ac.ft.)

The scale of the map: 1 inch = 100.00 feet will be displayed.
The scale 1 inch = nnn.nn can be changed.

When the Square Inches method has been selected and data in square inches
have been entered in the second column, these square inches data are converted to
acres, when the Tab key is pressed. These acres data are then displayed in the
third column.

After data have been entered using the Acres Method, a selection can be made for
the Square inches method; the Pool Area square inches values will be generated
automatically.

Enter the value for Scale of the map: 1inch = nnn.n feet
When the value for Scale is changed, the values in the right three columns (Pool
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Area (acres), Int Storage and Accum. Storage) are adjusted automatically.

Enter Elevation-Storage Elevation and Pool Area (sg.in.) data to calculate
Interval Storage and Accumulated storage. Pool Area (acres) will be generated
automatically.

Elevation (feet) Elevations for which you know the pool area, should
be entered in the first column on the left. The best
way to enter the elevations is in ascending order.

Data entry in ascending order is not required
because elevation values are automatically sorted
in ascending order as they are entered.

Pool Area (sqg.in.) Enter the Pool Area (sg.in.) at each corresponding
elevation in column two. When the Square Inches
method has been selected and when Pool Area in
square inches values are entered, these square

inches values are converted to acres and displayed
in the third column.

For numbers in the Pool Area column, as Elevation
increases Pool Area values must also increase.

Pool Area (acres) Converted acres from square inches values are
automatically converted to acres values in the
third column.

Int. Storage (ac.ft.) and Interval Storage and Accumulated Storage are calculated

Accum. Storage (ac.ft.) values which are displayed in the two right most columns.
These values are displayed in acre feet and cannot be
edited.

View Button
1. To display the Accumulated Storage graph for either Acres or Square Inches, click
on the View button.

The view for the Elevation-Storage Curve will be displayed.
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Elevation-Storage Curve

100

Storage, Acre Feet
{ 10.00/div )

50 7

70 35

Elevation, Feet [ 5.00/div )

**x%  Build a Dam Project Template  *****
1. When building a Dam Project Template, enter data in all fields that will remain
constant from one Dam Project to the next.

2. Data on the Elevation-Storage tab will change for each project. Do not enter data
on the Elevation-Storage tab (T2).

3. Click the link: | am making a template project.
Clicking on this template project link will allow the user to advance to the Hydrology
tab (T3) without entering data on the Elevation-Storage tab (T2). Otherwise, data
entry is required on the Elevation-Storage tab.

4. Data initially appearing on the Hydrology tab comes from the default.prj file.
The user can change any humbers on the following tabs:
Hydrology tab, T3
Sediment, T4
Principal Spillway, T5
Conduit, T6
Principal Routing, T7
Aux Spillway, T8
Aux. Routing, T9
Design Check, T10

5. Do not enter data on the Ground Profile/Cross Section tab (T11). Data on the
Ground Profile/Cross Section tab will change for each project.

6. Data can be changed on the following tabs:
Embankment Cross Section, T12
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Ground/Embankment Intersection, T13
Reports, T14

7. Termination of the template, should be decided by the user.
The best place to terminate a WinPond template is after reports have been selected.

8. Do not create reports. WinPond will fail, because data is missing from the tabs
that do not have data.

9. When the WinPond template has been prepared, save the completed template:
a. On the menu click on File
b. Click on Save As.
c. Key in afile name, e.g., WinPondTemplateA
d. Click on the Save button.

ek Use the WinPond Template  *x**

1. In WinPond, on the menu click on File.

2. Click on Open.

3. Click on Template name, e.g., WinPondTemplateA
4. Use the WinPond template to build a Dam project.
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C Hydrology - T3 03/28/2005

The Hydrology tab is used to input the data necessary for determination of peak flows for
principal and auxiliary spillway storms. Most of these values are more thoroughly
defined in the Engineering Field Handbook, Chapter 2 (EFH2). Peak flow values are
displayed on the WinPond Project reports.

The message, NOTE: Values based on EFH, Chapter 2, relates to all numbers
appearing on the Hydrology Tab - T3.

In the creation of a new WinPond project file, when moving from the Elevation-Storage
Tab to the Hydrology Tab, the Hydrology Tab will be populated with data from the
default.prj file. At this point no calculations have been made. Data on the Hydrology Tab
should be changed to the specific data for this project.

The recommended sequence for entering data and the required range of values on this
Tab includes the following:

1. Enter data for Drainage area (acres).
Drainage area must equal 1 - 2000.

2. Double click on the button on the right side of the Runoff Curve Number (RCN) data
entry box:
a. Enter data where appropriate on the Runoff Curve Number (RCN)
screen.
b. When all Runoff Curve Number (RCN) Determination data has been entered,
click on the Save button at the bottom of the RCN screen.

RCN must equal 59 - 98.

Another data entry option when drainage area and RCN are known is to enter the
data directly replacing the default values on the Hydrology Tab.

3. Enter data for Watershed slope (%)
Watershed slope must equal 0.5% - 64%

4. Enter Flow Length (feet).
Flow Length must be greater than zero.

5. Enter hours for Time of concentration. Time of concentration will be calculated.
Flow Length must be greater than zero.

6. Select Frequency years from the choice lists for Principal Spillway and Auxiliary
Spillway.

7. Enter Rainfall (inches) for Principal for Principal Spillway and Auxiliary Spillway.

8. Hydrology Info will be entered depending on the state location:



For Western states, which have no rainfall data in the TR55 Rainfall database,
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enter local rainfall data. Runoff (inches) will be calculated.

For Eastern states, data in the TR55 Rainfall database will be used for Rainfall and

will populate the Hydrology Info table. Runoff (inches) will be calculated.

9. Runoff (inches) for Principal Spillway and Auxiliary Spillway will be calculated.

B WinPond - SAMPLE2.PR] : Sample 2 ——

Fie Tools Help

United States Depariment sf Agricsiure

ONRC

Matural Resources,
Conservation Semvice

_lol x|

Rainfall distribution type:
Drainage area (acres):
Runoff Curve Number (RCN):
‘Watershed slope (*%):

Flow Length (feet):

Time of concentration:

Freguency (years):
Rainfall (inches):

Runoff (inches):

I 4] |
I 14.00
I 2376.00

048 hours [

Principal Auiliary
Spillway Spillway
[ = F =
50 | 65
1.4 | 23

NOTE: Walues based on EFH, chapter 2.

286 minutes)

Hydrology Info

Freg. (yrs) | 24-Hr Rain (in) | Runoff {in)
1 28 03

2 33 0.5

5 4.3 1.0

10 5 14

25 58 19

50 6.5 23

100 7.1 2.8

*kkkk

1. Rainfall Distribution Type

A 24-hour storm distribution of I, 1A, Il or Il should be
displayed here. This value is set in the default file and
can not be changed here. A map showing the locations
of these distributions is shown in Figure 2-1, Chapter 2,

Data Entry for Hydrology on Tab T3

EFH2. Rainfall

k*kkkk

Distribution Type can be entered or changed on the
WinPond Tools/Options/Rainfall Menu

WinPond first looks for Rainfall Distribution Type in the

Rainfall database.




2. Drainage area (acres)
Entered data
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When Rainfall Distribution Type is found in the database,
WinPond uses the database value.

When Rainfall Distribution Type is NOT found in the
database, WinPond uses the default value stored in
Tools/Options/Rainfall Menu.

Drainage area (acres) is the watershed drainage area in
acres.

To make sure that this calculation works for either acres
or percentage enter the drainage area in acres here.
The drainage area entered here will override any default
value or no default value in the project file used.
Drainage area values are limited to a range from 1 - 2000

acres.

3. Runoff Curve Number (RCN)

Calculated data

Click on the button at the right end of the RCN data entry
box to access the RCN screens for calculation from
entered data.

RCN must equal 59 - 98.

These WinPond RCN categories describe the cover
descriptions for the drainage area:

R1 - Cultivated Agricultural Lands

R2 - Other Agricultural Lands

R3 - Arid and Semiarid Rangelands

R4 - Fully Developed Urban Areas (Veg.Estab.)

Breakout for Cover Descriptions:
a. Cultivated Agricultural Lands

1) Fallow
a) Bare soill
b) Crop residue (CR) poor
c) Crop residue (CR) good
2) Row Crops
a) Straight row (SR) poor
b) Straight row (SR) good
¢) SR + Crop residue poor
d) SR + Crop residue good

e) Contoured (C) poor



22

f) Contoured (C) good
g) C + Crop residue poor
h) C + Crop residue good
i) Cont_terraced (CT) poor
j) Cont_terraced (CT) good
k) CT + Crop residue poor
) CT + Crop residue good
3) Small grain
a) Straight row (SR) poor
b) Straight row (SR) good
c) SR + Crop residue poor
d) SR + Crop residue good
e) Contoured (C) poor
f) Contoured (C) good
g) C + Crop residue poor
h) C + Crop residue good
i) Cont_terraced (CT) poor
j) Cont_terraced (CT) good
k) CT + Crop residue poor
) CT + Crop residue good

4) Close-seeded legumes/rotation meadow

a) Straight row (SR) poor
b) Straight row (SR) good
¢) Contoured (C) poor
d) Contoured (C) good
e) Cont_terraced (CT) poor
f) Cont_terraced (CT) good

b. Other Agricultural Lands
1) Pasture, grassland or rangepoor
fair
good

2) Meadow - cont. grass (hon-grazed) ---

3) Brush - brush, weed, grass mix  poor
fair
good

4) Woods - grass combination poor
fair
good

5) Woods poor
fair
good
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6) Farmsteads

c. Arid and Semiarid Rangelands
1) Herbaceous poor
fair
good

2) Oak - aspen poor
fair
good

3) Pinyon - juniper poor
fair
good

4) Sagebrush (w/grass understory)  poor
fair
good

5) Desert shrub poor
fair
good

d. Fully Developed Urban Areas (Veg. Estab.)
1) Open space (lawns, parks, etc.)
Poor condition; grass cover <50%
Fair condition, grass cover 50% to 75%
Good condition, grass cover > 75%

2) Impervious Areas
Paved parking lots, driveways

3) Imperv. areas - Streets and roads
Paved: curbs and storm sewers
Paved: open ditches (w/ right-of-way)
Gravel (w/ right-of-way)

Dirt (w/ right-of-way)

4) Urban Districts Avg % imperv
Commercial business
Industrial

5) Residential districts (by lot size) Ave % imperv
1/8 acre (town houses)
1/4 acre
1/3 acre
1/2 acre
1 acre
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2 acre

6) Western Desert Urban Areas
Natural desert (pervious areas only)
Artificial desert landscaping

7) Developing Urban Area (No vegetation)
Newly graded area (pervious only)

4. Data Entry for Runoff Curve Number (RCN) Determination categories
a. On the RCN Determination screen locate the appropriate cover type, treatment if
applicable, and hydrologic condition.

b. At the bottom of the RCN Determination screen, click on either the default Acres
radio (round) button or the Percentage radio button to indicate the unit of
measure used for the data entered for this RCN determination run.

c. Enter the drainage area in acres or percent as applicable under the wanted
Hydrologic Soil Group.

d. Continue to search the RCN Determination screen using the scroll bar on the
right side of the screen, and enter data in the RCN categories to accurately
describe the cover on the drainage area.

e. When all data for the descriptions of the cover for drainage area has been
entered, Accumulated Total and Weighted Curve Number will appear at the
bottom of the RCN screen.

Click on the Save button at the bottom of a RCN Determination screen. Clicking
the Save button will calculate the RCN and return to the Hydrology Tab - T3 The
RCN Determination values for Drainage area (acres) and Runoff Curve Number
(RCN) will replace those values on the Hydrology Tab.

f. Continue with Hydrology Tab data entry as described on the Hydrology Tab with
Continued data entry for Hydrology Tab after RCN Categories Determination
5. Watershed Slope (%) below.

Continued data entry for Hydrology Tab after RCN Categories Determination
5. Watershed Slope (%) Average watershed slope in percent as defined in EFH2.
Entered data Watershed slope must equal 0.5% - 64%

This value is the average slope of the land and not the
watercourse. This Watershed slope can be determined:

Y=(100Cl)/A
where:
Y = Average slope (%)
C = Total contour length (ft)
I = Contour interval (ft)
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A = Drainage area (sq.ft.)

6. Flow Length (feet) Flow length is the longest flow path in the watershed from

Entered data

7. Time of Concentration
Calculated data

the watershed divide to the outlet.
Flow Length must be greater than zero.

Time of Concentration is the time required for runoff
to travel from the hydraulically most distant point of the
watershed to the outlet using the procedure in EFH2.

Time of Concentration hours must be greater than zero.

The user has the option of changing the calculated value.
When this value has been changed and asterisk is
displayed to indicate this change. Time is displayed

in hours and minutes.

The following data are required for both principal spillway and auxiliary spillway
storms (lower left corner of screen).

The Principal spillway values must be lower than the Auxiliary Spillway values.

8. Freq. (years)
Choice list data

9. Rainfall (inches)

Database data
entered 1st

data entry 2nd

10. Runoff (inches)
Value is calculated
1st, data entry 2nd

Select frequency from the choice list in the appropriate
columns for Principal Spillway and Auxiliary Spillway.

The available frequencies along with the associated

rainfall, runoff, and peak flow values are displayed on
the lower left corner of the screen.

When a frequency is entered, an associated rainfall value

is retrieved from the TR55 Rainfall database of county
rainfall. If the database does not contain values, Rainfall
must be entered manually. This value can be changed
at this location.

When a frequency and rainfall values are entered, an
associated runoff value is calculated. This value can
be changed at this location.

Hydrology Info box (Lower right corner of screen)

11. Freq (yrs)

12. 24-Hr Rain (in)

TR55 Rainfall database

TR55 Rainfall database
a. Data for Eastern US are from the TR55 Rainfall
database.
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b. Enter Local Data for Western US here.

13. Runoff (in)
Calculated data
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C RCN - Runoff Curve Number Determination 12/23/2004

Runoff Curve Number (RCN)
Calculated data Click on the button at the right end of the RCN data entry
box to access the RCN screens for calculation from
entered data.

These WinPond RCN categories describe the cover
descriptions for the drainage area:

R1 - Cultivated Agricultural Lands

R2 - Other Agricultural Lands

R3 - Arid and Semiarid Rangelands

R4 - Fully Developed Urban Areas (Veg.Estab.)

Breakout for Cover Descriptions:
a. Cultivated Agricultural Lands - R1

1) Fallow
a) Bare sail
b) Crop residue (CR) poor
c) Crop residue (CR) good

2) Row Crops
a) Straight row (SR) poor
b) Straight row (SR) good
c) SR + Crop residue poor
d) SR + Crop residue good
e) Contoured (C) poor
f) Contoured (C) good
g) C + Crop residue poor
h) C + Crop residue good
i) Cont_terraced (CT) poor
j) Cont_terraced (CT) good
k) CT + Crop residue poor

) CT + Crop residue good
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m Runoff Curve Number Determination -|0] x|

Lcres (and curve numbers) for Hydrologic Soil Group

Cover Description

A B I 0

CULTIVATED AGRICULTURAL LANDS

Fallow Bare sail = ||_ 7 l_ g6 l_ ) l_ u
Crop residue (CR) poar l_ 76 l_ 5 l_ a0 l_ 4
Crop residue (CR) good l_?'-l l_BS l_BB l_ﬂ[ll

Row crops Straight row (SR) poar l_ 7 l_ 41 l_ & l_ )
Straight row (SR) good l_ﬁ? |_78 l_BE l_RH ﬂ

* Pores " Percentage Clear Al | Save | Cancel |

Accumulated Total: 470 | Acres Weighted Curve Number; 76 /4
3) Small grain
a) Straight row (SR) poor
b) Straight row (SR) good
¢) SR + Crop residue poor
d) SR + Crop residue good
e) Contoured (C) poor
f) Contoured (C) good
g) C + Crop residue poor
h) C + Crop residue good
i) Cont_terraced (CT) poor
j) Cont_terraced (CT) good
k) CT + Crop residue poor

) CT + Crop residue good
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~=10jx]

Acres (and curve numbers) for Hydrologic Soil Group

e Lo A B c D
CULTIVATED AGRICULTURAL LANDS
Small grain SR + Crop residue wor [~ 8 [ B[ 8 [ 8 B
SR + Crop residue wd o 80 [ 2 [ & [ & _
Contoured (C) wor [~ 8 [ %[ B[ &
Contoured (C) wd [~ 61 [ B[ 8 [ o
C +Crop residue por [ 62 [ 7B [ 81 [ #
C +Crop residue wd [~ 80 [ 2 [ & [ 8 5
% Acres (" Percentage ﬂl Save | Cancel |
Accumulated Total: 840 | Acres Weighted Curve Number: | 61 4

4) Close-seeded legumes/rotation meadow

a) Straight row (SR)
b) Straight row (SR)
¢) Contoured (C)

d) Contoured (C)

e) Cont_terraced (CT)
f) Cont_terraced (CT)

b. Other Agricultural Lands - R2
1) Pasture, grassland or rangepoor

4) Woods - grass combination

5) Woods

poor
good
poor
good
poor
good

fair
good

2) Meadow - cont.grass (nhon-grazed) ---
3) Brush - brush, weed, grass mix

poor
fair
good
poor
fair
good
poor
fair
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good

6) Farmsteads

EﬂRunaﬁCur\re Number Determination -0l x|

Acres (and curve numbers) for Hydrologic Soil Group

Cover Description A 5 c D

OTHER AGRICULTURAL LANDS

Pasture, grassland or range or [ 88 [ 1 [ 86 [ %
A [T 4 [ 0 [ B[ 4 _
wd [T 3 [ 61 [ 4 [ &

Meadow -cont.grass (non grazed) - B E B B

Brush - brush, weed. grass mix oor [~ & [ 6 [ 7 I_BSj

(* Acres (" Percentage Clear Al | Save | Cancel |

Accumuated Total: | 470 | Aeres Weighted Curve Number: 7 o
c. Arid and Semiarid Rangelands - R3

1) Herbaceous poor
fair
good

2) Oak - aspen poor
fair
good

3) Pinyon - juniper poor
fair
good

4) Sagebrush (w/grass understory)  poor
fair
good

5) Desert shrub poor
fair

good
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Acres (and curve numbers) for Hydrologic Soil Group

A B I 0

=10l

ARID AND SEMIARID RANGELANDS
=
Herbaceous o e T W T @ o
m = [ A o[ M
good |_" |_52 |_?4 |_35—I
Oak- aspen e T T B[ T
= B [ B o[ B
5 Acres " Percentage ﬂl Save | Cancl
Accumated Totd: 470 [ Acrs Weighted Cve Nurber: |~~~ 76

/4

d. Fully Developed Urban Areas (Veg. Estab.) - R4
1) Open space (lawns, parks, etc.)
Poor condition; grass cover <50%
Fair condition, grass cover 50% to 75%
Good condition, grass cover > 75%
2) Impervious Areas
Paved parking lots, driveways
3) Imperv. areas - Streets and roads
Paved: curbs and storm sewers
Paved: open ditches (w/ right-of-way)
Gravel (w/ right-of-way)
Dirt (w/ right-of-way)
4) Urban Districts Avg % imperv
Commercial business
Industrial
5) Residential districts (by lot size) Ave % imperv
1/8 acre (town houses)
1/4 acre
1/3 acre
1/2 acre
1 acre
2 acre
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6) Western Desert Urban Areas
Natural desert (pervious areas only)
Artificial desert landscaping

Eﬂ Runoff Curve Number Determination -0l %]

Acres (and curve numbers) for Hydrologic Soil Group

Cover Description

A B L D

FULLY DEVELOPED URBAN AREAS (Veg Estah.)

Open space (Lawns parks etc) Fair condition; grass cover 50% to 75% l_-iﬂ I_GEI l_?ﬂ I_B-I B
Good condition; grass cover = 75% I_SEI |_61 l_?-l I_B'D

Impervious Areas Paved parking lots, roofs, driveways I_HB I_HB I_HB I_HB

e

Imperv. areas- Streets and roads Paved; curbs and storm sewers I_HB I_HB I_HB I_HB 4]
& Acres " Percentage Clear All | Save | Cancel |

Accumulated Total: 470 | Acres Weighted Curve Number: 76 Y

®

Developing Urban Area (No vegetation)
1) Newly graded area (pervious only)
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ﬁ}Runﬂﬂ Curve Number Determination -0 x|

Cover Description

Acres (and curve numbers) for Hydrologic Soil Group

A B L D

FULLY DEVELOPED URBAN AREAS (Veq Estab))

Western Desert Urban Areas Natural desert {pervious areas only) l_ 53 l_ 77 l_ 5 l_ bt

DEVELOPING URBAN AREA (No Vegetation)

Newly graded area (pervious only) l_ 77 l_ % l_ 41 l_ o j

£

Artifical desert landscaping I_E!B I_E!B I_E!B I_E!B

& Acres " Percentage Clear Al | Save | Cancel |
Accumulated Total: ‘ 470 |Ac:res Weighted Curve Number: 76 Y

**&xx Data Entry for Runoff Curve Number (RCN) Determination categories *****

a.

On the RCN Determination screen locate the appropriate cover type, treatment if
applicable, and hydrologic condition.

. At the bottom of the RCN Determination screen, click on either the default Acres

radio (round) button or the Percentage radio button to indicate the unit of
measure used for the data entered for this RCN determination run.

. Enter the drainage area in acres or percent as applicable under the wanted

Hydrologic Soil Group.

. Continue to search the RCN Determination screen using the scroll bar on the

right side of the screen, and enter data in the RCN categories to accurately
describe the cover on the drainage area.

. When all data for the descriptions of the cover for drainage area has been

entered, Accumulated Total and Weighted Curve Number will appear at the
bottom of the RCN screen.

Click on the Save button at the bottom of a RCN Determination screen. Clicking
the Save button will calculate the RCN and return to the Hydrology Tab - T3
The RCN Determination values for Drainage area (acres) and Runoff Curve
Number (RCN) will replace those values on the Hydrology Tab.
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f. Continue with Hydrology Tab data entry as described on the Hydrology Tab with
Continued data entry for Hydrology Tab after RCN Categories Determination
5. Watershed Slope (%) below.



35

D Sediment -- T4 01/27/2005

All sediment originates from upstream water erosion. This sediment is deposited either
above the inlet elevation, or at the bottom of the pond.

The Above Inlet sediment storage value on the Sediment tab is removed or subtracted
from the calculated Storage volume (ac.ft.) of water in the pond to determine the value of
Auxiliary Elevation (Auxiliary Spillway) displayed on the Principal Routing tab. This
change will in effect raise the routed Auxiliary Spillway elevation.

The Below Inlet sediment storage value can be used to determine the minimum height
for the Inlet Elevation (Primary Spillway Inlet Elevation). This minimum value is
displayed on the Note to the left of the diagram on the Principal Spillway tab.

Above Inlet and Below Inlet sediment storage data are considered to be optional
depending on the local situation.

1. For example, an Above Inlet volume of storage (ac.ft.) is assigned a value of 2.0
ac.ft.

On the Principal Routing tab, if Auxiliary Elevation equals 99.8, and the Above Inlet
value of storage on the Sediment tab equals 0.0 ac.ft., the value of the Auxiliary
Elevation on the Principal Routing tab will increase if the Above Inlet value of Storage on
the Sediment tab is increased from 0.0 ac.ft. to 2.0 ac.ft.

For a given value of Above Inlet storage, e.g., 2.0, the actual calculated amount of
increase displayed for the Auxiliary Elevation on the Principal Routing tab will depend on
the value of the calculated Storage for the specific dam project.

2. For example, a Below Inlet volume of storage (ac.ft.) is assigned a value of 2.0 ac.ft.

When a value greater than zero is present in the Below Inlet data entry box on the
Sediment tab, the following message is displayed on the left side of the diagram on the
Principal Spillway tab: NOTE: Inlet elevation required for sediment: nn.nn

The number displayed at the end of the above message is the minimum height for the
Principal Spillway Inlet. This calculated Principal Spillway Inlet elevation is based on
the Below Inlet storage value on the Sediment tab.

The Inlet Elevation data can be entered in the Inlet Elevation data entry box located next
to the Inlet Elevation Note on the Principal Spillway tab. The Inlet Elevation value must
be equal to or greater than the message number for Inlet Elevation displayed on the
Principal Spillway tab Note.
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Ed WinPond - SAMPLEZ.PR] : Sample 2 3 o =1

Fie Tools Help

United States Depariment of Agriculiure

O/NRCS Fohienarion Senice

Dresign Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersection Reports

Project | Elevation-Storage | Hydrology Sediment | Principal Spillway | Conduit

A Spillway

Sediment Storage Required (acre fest)

Above inlet:
2.00

Eelow inlet:
2|00

k% Data Entry for Sediment on Tab 4 *****
On the Sediment Tab the data entry of storage volumes required for sediment storage is
possible.

1. Above Inlet The volume of storage (acre feet) required for
Optional data sediment above the inlet elevation. This volume is

used during the floodrouting procedure.

Above inlet sediment, which originates from upstream
water erosion is deposited above the inlet elevation.
This sediment deposit can be removed or subtracted
from the calculated Storage Volume (ac.ft.) of water

in the pond to determine the Auxiliary Elevation on the
Principal Routing tab. This change will in effect raise
the routed Auxiliary Spillway elevation.

2. Below Inlet. The volume of storage (acre feet) required for
Optional data sediment below the inlet elevation. This volume is

used in determining a minimum inlet elevation from
elevation storage values entered previously.

Below Inlet sediment originates from upstream water
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erosion. This sediment deposit can be used to
determine the minimum height of the dam Inlet
Elevation on the Principal Spillway tab.
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E Principal Spillway -- T5 01/27/2005

Data needed to define the cross section at the principal spillway are entered on the
Principal Spillway Tab. These data are used in calculating conduit length, pipe
discharge, various storage volumes, and other miscellaneous values.

Figures 7 and 8 below display the values requested for a Canopy inlet (Figure 7.

Principal Spillway Info for a Canopy Inlet) and a Drop inlet (Figure 8. Principal Spillway
Info for a Drop Inlet).

Figure 7. Principal Spillway Info for a Canopy Inlet

UPSTREAM DOWNSTREAM
Berm Top Berm
Width Width Width

Inlet Elev.

Berm
Elev.

Berm

Pool Elev.

Bottom
Elev.

Inlet
Extension

Groundline . Channel Outlet
Loov:v i;mt Elev. gxtins/an
Elbow to Outlet
Length
Figure 8. Principal Spillway Info for a Drop Inlet
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Principal Spillway Info for Canopy Inlet
ol x|

File Tools Help

United States (l-EIll‘lmtlli ol Au.l:-llum

\.JNRC rcj'jﬁli»r—ar\a a5 Pr'.'ILF'

Design Check Ground Profile/Cross Section Embankment Crosz Section Ground/Embankment Intersection Reports

Project | Blevation-Storage | Hydroloay | Sediment [ Principal Spiltway | Conduit | Principsl Routing | Auwx Spillway | Auwx Routing |

Inlet type: ICANOF‘Y vI Settlement (%2): I

Top witth (eet): AR

Front slope (h:1): I 5.00 | 14.00

Berm Elevation: I_
Berm Width (feet): I—

Inlet Elevation: | gg 30

NOTE: Inlet elevation reguired for
sediment: 7264

Back slope (h:1]: I 3.00

Berm Elevation: | 8100

Berm Width (feet): I 10.00

Tailwater Elevation:

Qutlet Elevation:

I 71.40

Actual length, elbow
to outlet (feet):

Elbow Elevation: I—

Pool bottom 3 5
Elevation: Al gl‘ lm.nrmp.mm

Channel Elevation:

Horizontal distance, I .00
Cutlet extension (feet).

Inlet Blevation: 383 S
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Principal Spillway Info for Drop Inlet
P 1=TE

File Tools Help

Wnited States Depariment of Agricsiure

ONRCS Earension enice

Design Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersection Reports
Project | Elevation-Storage | Hydrology | Sediment | Principal Spillway | Conduit Principal Routing Bape Spillway | Pare Routing |
Inlet type: - Settlement f‘?';}:l 5.00

Top width (feet): (4 th tngole)

Front slope (h:1): [ 3.00 | 14.00

Berm Elevation: I
Berm Width (feet): I
Inlet Elevation: I 58.30

NOTE: Inlet elevation reguired for
sediment: 72.64

Back slope (h:1): I 3.00
Berm Elevation: I 21.00

Berm Whdth (feet): I 10.00

Actual length. elbow
to outlet (fest):

=t

Tailwater Elevation:

Dutlet Elevation:

I 71.40

Conduit Imvert: Ig4_?|}[:.

Elbow Elevation: I
Pool b_nﬂ{.)m I 7110

S, Channel Elevation:

Elevation:

Horizontsl distance, l 6.00
Dutlet extension (feet).

Inlet Blevation: 98.3

k% Data Entry for Principal Spillway on Tab 5 *****

Display of data elements for the Principal Spillway has been redesigned in WinPond.
The data elements displayed on this screen are listed in tab sequence order. After the
selection of Inlet Type press the Tab key to access the next data element in the tab

sequence. From Inlet Type to Downstream Berm Width on this screen there are 19 tab
locations.

1. Inlet Type From the choice list select one of the following:
Choice list Canopy
Hood
Drop
Box Canopy
Box Hood
User Inlet

2. Settlement (%)/Overfill (feet)
Percent of Settlement that can be expected to occur or



3. Top width (feet)
Required data

4. Front slope (h:1)
Required data
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the Overfill amount in feet that you plan to use.
Percent of Settlement is computed as follows:

%S = 100* (Ec - Es) / (Es - Elow)

where: %S = Percent settlement
Ec = Constructed elevation
Es = Settled elevation
Elow = Centerline low point elevation

Top width of the dam in feet. This width is used in
estimating the length of the conduit.

Front (upstream) slope as a ratio of horizontal to vertical
distance, e.qg., for a 2:1 slope, enter 2.

5. Upstream Berm Elevation

Elevation of an upstream berm. When there is no berm,
leave this field blank.

6. Upstream Berm Width (feet)

7. Inlet Elevation
Required data

Sediment Note:

8. Conduit Invert *
Required data

9. Elbow Elevation

Width of an upstream berm. When there is no berm,
leave this field blank.

Elevation of principal spillway inlet. This value should be
the Invert of the conduit for a canopy or hood inlet or the
top of the riser for a drop or box inlet.

Inlet elevation required for sediment: nn.nn

To allow for Sediment storage entered on the Sediment
Tab (T4), the value of Inlet Elevation should be changed
in the input box to be equal or greater than Inlet elevation
displayed in the Sediment Note. Data entered in the Input
Elevation input box will override any value previously
entered there.

Elevation of the conduit coming into the riser for drop and
and box inlets. This data entry box is displayed only for
drop or box inlets. This required elevation value should fall
within a range
from
Inlet elevation - (2 X Conduit Diameter)
to
Pool bottom

When the conduit has an elbow,
enter the elevation of the



10.

11.

12.

13.

14.

15.

16.

17.

18

19.

Actual length,
elbow to outlet (feet)

Outlet Elevation

Required data

Horizontal distance,
Outlet extension (feet)

Required data

Pool bottom Elevation

Required data

C/L low point Elevation
Required data

Channel Elevation
Required data

Tailwater Elevation

Back slope (h:1)
Required data
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invert of the elbow. Also enter a value for elbow to outlet

length. When there is no elbow, leave this field blank.

Length in feet of the conduit from the elbow to the end of
the conduit. When a value is entered here, be sure to
enter an Elbow elevation. When there is no elbow, enter
0 (zero) or leave this field blank.

Elevation of the outlet. This value

should be the invert of
the conduit.

Horizontal distance in feet that the outlet extends beyond
the downstream toe.

Elevation of the pool bottom. This elevation is used to
estimate storage volume if the area of the first line in the
stage-storage table is not zero.

Elevation of the low point in channel at the centerline of
the dam.

Elevation at the downstream toe of the embankment at
the principal spillway location. This value is used in
determining conduit length and overall height.

When there is any tailwater over the outlet, enter the
elevation here. When there is no tailwater, leave this field

blank.

Back (downstream) slope as a ratio of horizontal to
vertical distance, e.g., for a 2:1 slope, enter 2.

Downstream Berm Elevation

Elevation of a downstream berm. When there is no berm,
leave this field blank.

Downstream Berm Width (feet)

Width of a downstream berm. When there is no berm,
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leave this field blank.

*rekk Status Bar Message Line at bottom of window ~ *****
Data Element Source of value
1. Inlet Elevation - Data entered on Principal Spillway Tab - T5

Note: To view the Status Bar Message line at the bottom of the window,
1. The screen resolution must be set to 1024 x 768 pixels or higher OR
2. If the screen resolution is set to 800 x 600 pixels,
set the screen to Auto Hide the task bar:
Click: Start\Settings\Task Bar & Start Menu\ Auto hide.
The task bar display will appear and disappear depending on the
location of the mouse on the task bar.
Click: The maximize button on the title bar to the left of the "X" in the
upper right corner of the title bar to display the message.
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F Conduit -- T6 01/27/2005

Up to three trials of conduit can be defined on the Conduit information tab. To remove a
Conduit trial, highlight Conduit Type and then press the Backspace key. Only those
Conduit trials with Conduit Type will be tested by WinPond.

Conduit trials can be used to test design variables for adjusting the dam height. These
design variables are related to availability of materials for inlet type, conduit diameter
and length, and related cost.

Riser data entry is provided for Drop, Box Canopy or Box Hood Inlet Type conduits that
have been selected on the Principal Spillway tab.

When present, the riser is structurally connected to the conduit. In WinPond the conduit
data does not determine the riser data. Therefore, when the conduit data is adjusted,
the user should also adjust the riser data when applicable.

Conduit Info for Canopy Inlet

Bl WinPond - SAMPLE2Z.PR] : Sample 2 _u =131 =

File Tools Help

United States Depantment o1 Agricatiie

Na | Resources
@J N RC S C:.jﬁlg E_lar\ra:i:JI#:iE E:I ]

Dresign Check Ground Profile/Cross Section Embankment Cross Section G round/Embaniment Intersector Reports
Project | Elevation-Storage Hydrology | Sediment | Principal Spillway I Conduit I Principal Routing | Bape Spillway | Pure Routing |
Conduit: Trial 1 Trial 2 Tral 3
Type: |SSF - Smocth Steel Pi | [SSP - Smooth Steel Pi v | [S5P - Smooth Steel Pi = |
Diameter (inches): E =] |0 =l 2 =
Height (inches):
‘width (inches):
Manning's n: | 0.013) | 0013 | 0.013
Inlet extension (feet) | 1.0 | 1.0 I 1.0
Horizontzl distance:
Length (linsar fest): 151 1581 151
Entrance Coefficient, Ke: I 1.000 | 1.000 | 1.000

Inlet Bevation: 98.3 o
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Conduit Info for Drop Inlet

{4 WinPond - SAMPLE2.PR] : Sample 2 _ =10 x|

File Tools Help

United States Depariment of Agricature

ONRCS HoriEaion semice

Design Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersectior Reports
Project | Elevation-Storage | Hydrology | Sediment | Principal Spillway | Conduit | Principal Routing | Aure Spillway | Lunc Routing |
Conduit: Trial 1 Trial 2 Trial 3
Type: |SSP - Smocth Steel Fi v|  [SSF - Smocth Steel Pi | [S5F - Smoath Steel Pi = |
Diameter (inches): |2 =] [ =] |z |
Height (inches):
Width (inches):
Manning's n: | 0.013| | 0013 | 0.013
Inlet extension (fest) | 10/ | 1.0/ 1.0
Haorizontal distance:
Length (linear feet): 148 148 148
Entrance Coefficient, Ke: | 1000 | 1000 | 1.000
Riser: Type: [55F - Smooth Steel Fi = | | =] =l
Diameter (inches): [o =l o =l Jo =l
Length (inches): | 2400 | 1500 | 15.00
Width (inches): | 2400 | 1500 | 15.00
\nleir length (inches): | 60.00 | 000 | 0.00
Crest radius (inches): | 000 | 000 | 0.00

Inlet Hlevation: 98.3

&% WinPond Trials for Pipe Flow Routing ~ *****
On the Conduit Tab -T6, enter conduit data in Trials 1 to 3.

On the Principal Routing Tab - T7, the selected Trial is tested to determine whether the
water will flow through the Principal Spillway. This flow test is made before the data are
displayed on the Principal Routing tab.

The small WinPond P.S. Storm Info window is displayed over the Principal Routing tab
when WinPond has perfomed one of the following actions:

1. Computed a pipe flow routing test

2. Provided a reason for flow control

3. Made a change to Inlet elevation

4. Encountered an error in the Principal Spillway routing

When a Principal Routing error has been found, WinPond will return the user to the
Conduit Tab so that the user can fix the error. This error can be fixed:
On the Conduit Tab by adjusting the conduit diameter or height/width, or when
present adjusting the riser diameter or height/width, OR

On the Principal Spillway Tab by adjusting any of the elevations.
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WinPond will not allow the user to proceed to the Auxiliary Spillway Tab, T8 until this
error has been fixed. This error routine will prevent data with errors from being included
in your WinPond design.

After the Principal routing has been determined to be valid on the Principal Routing Tab -
T7, in the Trial to use for routing auxiliary box, select a number from 1 to 3 from the
choice list. This trial number will identify a Trial from 1 to 3 corresponding to the Trial
data entered on the Conduit Tab. The Trial number entered specifies the Auxiliary
Spillway Trial to be tested.

Values on the Auxiliary Spillway Tab - T8, reflect the Auxiliary Spillway Trial being
tested.

On the Auxiliary Routing Tab - T9 a small WinPond Alert window, a warning message, is
displayed when minimum slope is greater than maximum slope on the Auxiliary Routing
Tab.

**xx  Data Entry for Conduit dataon Tab 6  *****
1. Type Select one of the following:
Choice list ACMP - Annular Corrugated Metal Pipe

HCMP - Helical Corrugated Metal Pipe
RC - Reinforced Concrete
S40-PVC - PVC Schedule 40 Pipe
S80-PVC - PVC Schedule 80 Pipe
SDR-26 - PVC SDR-26 Pipe
SSP - Smooth Steel Pipe
USER - User defined

NOTE: To delete a conduit trial enter blanks in Conduit type.

2. Diameter (inch) Diameter of conduit in inches. Select Diameter from the
Round pipe choice list. Choices on this choice list change depending
Required data on the value used for Conduit Type. If this diameter is

found in the conduit data file and the associated flow area
is not zero, the flow area given is used. Otherwise, the
diameter entered is assumed to be an inside diameter. If
the conduit is rectangular, enter zero for the diameter.

Enter the following data in the trial table where applicable:

3. Height (inch) For a rectangular conduit, inside dimensions of height and
Width (inch) width in inches. Displays whenever the diameter is blank
Rectangular conduit or zero regardless of the conduit type selected.

4. Manning’s n Manning’s n value for the conduit. This value is used in

computing a friction loss factor. When the conduit



5. Inlet extension (feet)
Horizontal distance:
Entered Data

6. Length (linear feet)
Calculated data

7. Entrance Coefficient, Ke

8. Riser Type

Choice list

47

entered was found in the conduit pipe data file, the n
value from the data file will be entered in this field.

Canopy and Hood Inlets

For canopy and hood inlets, this value is the horizontal
distance in feet. The conduit extends from the dam on the
upstream side. This value does not include the canopy
or hood length.

Drop or Box Inlets

For a drop or box inlet, this value is the horizontal
distance to the top of the riser, i.e., the edge nearest the
dam centerline on the upstream slope of the dam at the

inlet elevation.

Refer to Figure 7. Principal Spillway Info for Canopy Inlet,
and Figure 8. Principal Spillway Info for a Drop Inlet for

a diagram of these dimensions. These diagrams display
the values requested for a canopy inlet and a drop inlet.
See these diagrams in Principal Spillway Tab, T5 help.

Total length of conduit in feet. This value is the actual
length (not horizontal) and includes the inlet and outlet
extensions and the canopy length. This value does not

include the riser length, if any. The calculated length is
displayed and cannot be changed.

Entrance Loss Coefficient entered here should not
include bending losses due to an elbow or friction losses.

Riser data entry is required for Conduit Info for Drop

Inlet, Box Canopy Inlet, or Box Hood Inlet Type,
entered on the Principal Spillway tab.

The choices for Riser are the same choices shown
under Conduit Type including:
ACMP - Annular Corrugated Metal Pipe
HCMP - Helical Corrugated Metal Pipe
RC - Reinforced Concrete
S40-PVC - PVC Schedule 40 Pipe
S80-PVC - PVC Schedule 80 Pipe
SDR-26 - PVC SDR-26 Pipe
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SSP - Smooth Steel Pipe
USER -User Defined

9. Riser Diameter (inch) Diameter of the riser in inches. When this diameter is
Required data found in the conduit data file and the associated flow area
is not equal to zero, the flow area given is used.
Otherwise, the diameter entered is assumed to be an
inside diameter. If the riser is rectangular, enter zero
for the diameter.

Riser Diameter should default to
1% x Conduit area

for example, If a Conduit selected is

SSP - Smooth Steellpipe
Diameter = 14"

The Riser (default) = 18"

When Riser Diameter is smaller than the Conduit
Diameter the following error message will appear:

L] The Riser Diameter has been set to a value that is
1() smaller than the Conduit Diameter.

WinPond will automatically correct the Riser Diameter
to be at least as big as the Conduit Diameter.

Message Mumber: 15

10. Length (inch) For a rectangular riser, enter the inside dimensions of
Width (inch) length and width in inches. Displays whenever the
diameter is blank or zero regardless of the conduit
type selected.

11. Weir length (inch) Weir length for the top of the riser. This value will be
Calculated data calculated as follows:
Circular:

weir length = pi x inside diameter

Rectangular:
weir length = 2 x (Ilength + width)
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This weir length calculated value can be replaced.

12. Crest radius (inch) The corner radius for the weir portion of the riser in
Entered data inches. Enter a zero for a sharp edge corner.

*ekk Status Bar Message Line at bottom of window ~ *****
Data Element Source of value

1. Inlet Elevation - Data entered on Principal Spillway Tab - T5
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G Principal Routing -- T7 01/27/2005
When Conduit data is supplied for 1-3 trials, Principal Spillway Routing trials can be run.
The routing results will be displayed on the Principal Spillway Routing Screen.

The Principal Spillway Routing Screen allows you to change the Auxiliary Elevation and
to select the trial (1-3) that you want to use for routing auxiliary.

B winPond - SAMPLE2.PR] : Sample 2 L

File Tools Help
United Staies Depariment of Agricaliure

@NRCS Natural Resources

Conservation Service

_lof x|

De=sign Check Ground Profile/Cross Section Embanlment Cr | around'Embankment Intersection Reports
Project | Elevation-Storage | Hydrology Sediment | Principal Spillway | Conduit I Principal Routing I Ao Spillway | Aux
Conduit: Trial 1 Trial 2 Trial 2
Type: S5P S5P S5P
Diameter (inches): 8.00 10.00 12.00
Height (inches):
‘width (inches):
Auxiliary Elevation: I 100.6 | 1003 I 100.2
Minimum top of fill elevation: 102 .6 1023 1023
Storage (acre fest):
Temporary: 762 656 6.56
Total at auxilizry: 46.54 4549 4549
Total at minimum top of fill: B4 00 h2 B4 2 B4
Effective height (feet): 295 292 292
Height x storage: 1373 1328 1328
Drawdown time (days-hours): 2-105 2-1.2 Z2-15.3
Trial to use for routing auxiliary: I 1 - I

Inlet Elevation: 98.3 Conduit Diameter: 3.00 Avpdliary Blevation: 100.6 Top Of Dam: 1026

*kkkk *kkkk

WinPond Alert Message 7
On entry to the Principal Routing Tab (T7) Message Number 7 will always appear. This
message describes the status of the Principal Routing that is taking place for each
conduit and riser pipe selected on the Conduit Tab (T6). For a trial grouping beginning
with "Trial" and ending just before the next trial, if 1-3 , messages appear after "DONE",
passage through to the next tabs will not be allowed.

Until a trial with the message(s) has been fixed or removed, passage through to the next
tabs will not be allowed.

To remove a trial, highlight and backspace the Conduit Type on the Conduit tab (T6).
For a more detailed description of WinPond Alert Message 7 go to part W Warning and
Error Messages.
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x

. Principal Spillway Storm
11) Peak Flow, cfs : 90,23

Trial 1:
computing pipe flow,
routing
DOME.
Conduit orifice flow controlling.
Full pipe flow could not be obtained!
Riser may be too small. Recheck inputs,

Trial Z:
computing pipe flow,
routing
DOME.
Conduit orifice flow controlling.
Full pipe flow could not be obtained!
Riser may be too small. Recheck inputs,

Trial 3:
computing pipe flow,
routing
DOME.
Riser orifice flow controlling.
Full pipe flow could not be obtained!
Riser may be too small. Recheck inputs,

Message Mumber: 7

%k WinPond Trials for Pipe Flow Routing ~ *****
On the Conduit Tab -T6, enter conduit data in Trials 1 to 3.

On the Principal Routing Tab - T7, the selected Trials are tested to determine whether
the water will flow through the Principal Spillway. This flow test is made before the data
are displayed on the Principal Routing tab.

The small WinPond P.S. Storm Info window is displayed over the Principal Routing tab
when WinPond has performed one of the following actions:

1. Computed a pipe flow routing test

2. Provided a reason for flow control

3. Made a change to Inlet elevation

4. Encountered an error in the Principal Spillway routing

When a Principal Routing error has been found, WinPond will return the user to the
Conduit Tab so that the user can fix the error. This error can be fixed:
On the Conduit Tab by adjusting the conduit diameter or height/width, or when
present adjusting the riser diameter or height/width, OR
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On the Principal Spillway Tab by adjusting any of the elevations.

WinPond will not allow the user to proceed to the Auxiliary Spillway Tab, T8 until this
error has been fixed. This error routine will prevent data with errors from being included
in your WinPond design.

After the Principal routing has been determined to be valid on the Principal Routing Tab -
T7,in the Trial to use for routing auxiliary box, select a number from 1 to 3 from the
choice list. This trial number will identify a Trial from 1 to 3 corresponding to the Trial
data entered on the Conduit Tab. The Trial number entered specifies the Auxiliary
Spillway Trial to be tested

Values on the Auxiliary Spillway Tab - T8, reflect the Auxiliary Spillway Trial being
tested.

On the Auxiliary Routing Tab - T9 a small WinPond Alert window, a WinPond Alert
message 19, is displayed when minimum slope is greater than maximum slope on the
Auxiliary Routing Tab.

**+xx - Data Entry for Principal Routing on Tab 7 *****
Data are displayed on the Principal Routing tab for the three trials entered on the
Conduit tab :

1. Conduit These conduit data were entered on Conduit Tab:
Type
Diameter (inches)
Height Inches)
Width (inches)

2. Auxiliary Elevation Auxiliary elevation data obtained from routing of
Calculated data the Principal Spillway. This Auxiliary elevation can

only be increased.

3. Minimum top of fill elevation
Calculated data Auxiliary elevation plus the minimum depth of the
Auxiliary Spillway (including freeboard). This

elevation will not necessarily be the final top of fill
elevation which is determined after floodrouting the

Auxiliary Spillway.

4. Storage (acre feet) These storage volumes are only as accurate as
Calculated data the elevation-storage data entered. See Figure 3 below.
Figure 3 shows the various storage volumes calculated
by the WinPond program.
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Figure 3. Storage Volumes

STORAGE VOLUMES
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In the Figure 3 diagram of Storage Volumes replace all references to Emergency
Spillway (ES) with Auxiliary Spillway (AS).

Temporary Temporary storage is the amount between the Principal
and Auxiliary Spillways.
Total at auxiliary Storage below the Auxiliary Spillway elevation.

Total at minimum top of fill
Storage below the minimum top of fill elevation.

NOTE: If the first area entered in the stage-storage data
is not zero, storage below the first elevation is
approximated by taking:

0.4 * (first area) * (first elevation - pool bottom elevation)

5. Effective height (feet)  Elevation difference in feet between the Auxiliary Spillway

Calculated data elevation and the lowest ground point along the centerline
of the dam.
6. Height x storage Product of the effective height times the storage
Calculated data below the Auxiliary elevation, i.e., "Total at auxiliary".

7. Drawdown time (days-hours)



54

Calculated data Amount of time to discharge the principal spillway
storm to a level specified in the default file. See WinPond

Default Processing in WinPond Options, Tab Y.

8. Trial to use for routing Click the choice list to select which trial of the auxiliary

auxiliary three trials to use for routing the Auxiliary Spillway.

Choice list
NOTE: New Pipe Length on the Design Check Tab (T10)

is changed based on the trial specified here. The value
of the New Pipe Length used appears on the Conduit
Tab (T6) as Length (linear feet) for this trial.
*ekk Status Bar Message Line at bottom of window ~ *****
Data Element Source of value
1. Inlet Elevation - Data entered on Principal Spillway Tab - T5
2. Conduit Diameter - Data entered on Conduit Tab, Trials - T6,
- Data value selected on Principal Routing Tab,
Trial for Routing auxiliary - T7
3. Auxiliary Elevation - Data calculated or entered on Principal Routing Tab - T7
4. Top of Dam = Minimum top of fill elevation
- Value calculated on Principal Routing Tab - T7
- Value calculated =

Auxiliary Elevation + Auxiliary Spillway to top of dam

- Auxiliary Spillway to top of dam value from
Options - Auxiliary Spillway.
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H Auxiliary Spillway -- T8 02/02/2005

After the Principal routing has been determined to be valid on the Principal
Routing Tab - T7, in the Trial to use for routing auxiliary box, select a number from 1
to 3 from the choice list. This trial number will identify a Trial from 1 to 3 corresponding
to the Trial data entered on the Conduit Tab. This Trial number entered specifies the
Auxiliary Spillway Trial to be tested

Values on the Auxiliary Spillway Tab - T8, reflect the Auxiliary Spillway Trial being
tested.

On the Auxiliary Routing Tab - T9 a small WinPond Alert window, a warning message, is
displayed when minimum slope is greater than maximum slope on the Auxiliary Routing
Tab.

%k WinPond Trials for Pipe Flow Routing ~ *****
On the Conduit Tab -T6, enter conduit data in Trials 1 to 3.

On the Principal Routing Tab - T7, the selected Trials are tested to determine whether
the water will flow through the Principal Spillway. This flow test is made before the data
are displayed on the Principal Routing tab.

The small WinPond P.S. Storm Info window is displayed over the Principal Routing tab
when WinPond has perfomed one of the following actions:

1. Computed a pipe flow routing test

2. Provided a reason for flow control

3. Made a change to Inlet elevation

4. Encountered an error in the Principal Spillway routing

When a Principal Routing error has been found, WinPond will return the user to the
Conduit Tab so that the user can fix the error. This error can be fixed:
On the Conduit Tab by adjusting the conduit diameter or height/width, or when
present adjusting the riser diameter or height/width, OR

On the Principal Spillway Tab by adjusting any of the elevations.

WinPond will not allow the user to proceed to the Auxiliary Spillway Tab, T8 until this
error has been fixed. This error routine will prevent data with errors from being included
in your WinPond design.

ek WinPond Trials for Pipe Flow Routing on Auxiliary Spillway Tab ~ *****
Before an auxiliary storm can be routed, the Auxiliary spillway needs to be defined.
Auxiliary Spillway methods of discharge include:

Calculated

Qe values from ASFile,

(User defined stage-discharge)

No auxiliary spillway
An Auxiliary Spillway screen with one those methods selected will be displayed.
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The diagram below displays Auxiliary Spillway Dimensions. This diagram is the sketch
of Emergency Spillway Input Help.

For identification of dimensions needed for Auxiliary spillways, see Auxiliary Spillway
Dimensions in the diagram below. These Auxiliary Spillway Dimensions are used in the
WinPond program.

For the Calculated method on the diagram shown below, Inlet length 1 and %slope 1

refer to the Inlet Channel 1 (at lower right corner) on the Auxiliary tab. Inlet length 2 and
%slope 2 refer to the Inlet Channel 2 (at lower right corner) on the Auxiliary tab.

Diagram of Auxiliary Spillway Dimensions

AUXILIARY SPILLWAY INPUT

CROSS SECTION FERFENDICULAR TO CENTERLINE

Side Flow depth (Hp)

A S— —

CROS3 SECTION PARALLEL TO CENTERLINE

Inlet length 2 —————:
length 1 ——m—m——

—

Ik-i Level section - Flow ->
/lupe 1 \
f exit =lope

# =slope 2

PgDn/l— Fl-more help finy other key to continue ——

Auxiliary Spillway data entry screens for Calculated Method and Qe values from ASFILE
Method are displayed below. Calculated method includes Inlet Channel data.
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Auxiliary Spillway Calculated Method

BJ WinFond - SAMPLE2Z.PR] : Sample 2 - =

Fie Tools Help

Embanliment Cross Section

Ground/Embankment Intersection

_lol x|

Project | Elevation-Storage Hydrology Sediment

Principal Spillway

Conduit

Principal Routing | Aux Spillway

Luic Routing

Method: * Calculated " Qe values from ASFILE

€ Uzer defined stage-dizcharge

" No Audliary spillway

Lapaliary Elevation:

¥ Desired bottom width (feet):

| 10
" Desired flow depth (Hp) (feety: [

Retardance:

C—

Manning's n:

Lewel section length (feet): 25.00

| 3.00] :1

Side =slope ratio:

Exit Channel:

Retardance:

Manning's n:

C—

FPermizsable Velocity (fps): I 7.00

Inlet Channel: 2
Length (feet): | 10.00 | 20.00
Slope (%): | 10.00 | 20.00

Inlet Blevation: 98.3 Conduit Diameter: 8.00

Avpdliary Blevation: 100.6

Top OFf Cam: 1026




58

Auxiliary Spillway Qe values from ASFILE Method
1=

File Tools Help

United Stales r‘rllnmlelﬁ =f Agricelure
Matural Resources
\QJNRC Conservation Semvice

Dresign Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersection Reports

Project | Elevation-Storage Hydrology Sediment | Principal Spillway | Conduit Principal Routing | Aux Spillway Aue Routing

Meathod: ™~ Calculated * Qe values from ASFILE €7 User defined stage-dizcharge " No Mudliary spillway
Lundiliary Elevation: 100.60 Exit Channel:
Retardance: IE YI

¥ Desired bottom width (feet): I 10
~ Desired flow depth (Hp) (feet): I

Manning's n:

Permissable Velocity (fps): I 7.00

Retardance: IE vI

Manning's n:

Lewvel section length (feet): I 25.00
Side slope ratio: I 300 1

Inlet Blewvation: 58.3 Conduit Diameter: 8.00 Avcdliary Blevation: 100.6 Top Of Dam: 1026 i

**xx Data Entry for Auxiliary Spillway on Tab 8 = ***x*

Select a method for computing auxiliary spillway discharge.

To select Auxiliary Spillway method, click on one of the following radio (round) buttons:

a. Calculated Discharge will be calculated using the same
procedure that is used in the SITES (DAMS2) program.
When the Calculated method of Discharge is selected the
data entry screen for the calculated method is displayed
with Inlet Channel data.

b. Qe values from ASFILE Qe (flow/ft. of bottom width) values will be read from
the file ASFILE using the same format that is used in
the SITES (DAMS2) program. Inlet Channel will not be
displayed.

NOTE: When the message, "Configuration not found in ASFILE",
is displayed, WinPond will return the user to the Auxiliary
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Spillway tab.

c. User defined stage-discharge (To be added in a future release)
A user defined file containing stage-discharge data
will be read. The first line of this user defined file
should contain a description. The following lines
should each contain a stage value (ft.) and a
discharge (cfs) separated by a space.

d. No auxiliary spillway  An Auxiliary Spillway will not be routed.
A warning message may appear depending on the
size of the Principal Spillway.

Data entry on the Auxiliary Spillway tab, T8 occurs in the following sequence:
1. Auxiliary elevation Auxiliary elevation is repeated from the Principal
Spillway Routing screen.

2. Desired bottom width (feet)
Bottom width (in feet) of the Auxiliary Spillway control
section, i.e., the level section. If you want to enter the
depth instead, enter a zero here.

3. Desired flow depth (Hp) (feet)
Hp depth (in feet) for the Auxiliary Spillway. This value
is the maximum pool elevation minus the auxiliary
elevation.
NOTE: Because the routing procedure must iterate

to find the desired depth, the routing will take longer
than entering a bottom width.

4. Retardance From the choice list select a vegetated retardance
Choice list equal to A, B, C, D or E for the control section. When
the Calculated method of discharge was chosen,
and you want to enter a Manning'’s n value instead,
leave this field blank.

5. Manning’s n A Manning’s n can be entered for the control section
when the Calculated method of discharge was chosen.

6. Level section length (feet)
Length (in the direction of flow) of the level section in
feet.

7. Side slope ratio Side slope of the level section is entered as the ratio
of horizontal to vertical distance. For 3:1 slopes, enter
3.
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Exit Channel
8. Retardance From the choice list select a vegetated retardance of
Choice list A, B, C, D, or E for the exit channel. To enter a
Manning’s n value instead, leave this field blank.
9. Manning’s n Manning’s n value for the exit channel.

10. Permissible Vel., fps  Maximum permissible velocity (feet/second) for the
exit channel. This value is used in determining
maximum exit slope.

Inlet Channel (Auxiliary Spillway)
When the Calculated method of discharge was chosen, the inlet channel shape for the
auxiliary spillway can be defined:

11. Length (feet) Horizontal distance (in feet) upstream from the control
section at which a sloping section back into the pool
begins. This distance includes the level section length.
If there are two slopes, a second length can be entered.

12. Slope % Slope (in percent) of a sloping section back into the
pool. If there are two slopes, the slope of the second
section should also be entered.

**&xx Status Bar Message Line at bottom of window ~ *****
Data Element Source of value

1. Inlet Elevation - Data entered on Principal Spillway Tab - T5
2. Conduit Diameter - Data entered on Conduit Tab, Trials - T6,

- Data value selected on Principal Routing Tab,

Trial for Routing auxiliary - T7

3. Auxiliary Elevation - Data calculated or entered on Principal Routing Tab - T7
4. Top of Dam = Minimum top of fill elevation

- Value calculated on Principal Routing Tab - T7

- Value calculated =

Auxiliary Elevation + Auxiliary Spillway to top of dam

- Auxiliary Spillway to top of dam value from
Options - Auxiliary Spillway.
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| Auxiliary Routing -- T9 01/27/2005
=1ai x|

File Tools Help

United States Depariment of Agricsture

ONRCS Horieaion Semice

Design Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersection Reports

Project | Elevation-Storage | Hydrology Sediment | Principal Spillway | Conduit Principal Routing | Auwx Spillway I A Routing I

Auxiliary Elevation: 100.60 Elewvations:
Actuzsl Bottom width (feet): 10.00 Top of fill: W
Actual flow depth (Hp) (feet): 024 Channel (downstream toe): 694
‘Wwater elevation in awdaliany: 107.44 Chverall height (feet): 33z
Flow in auxiliary (cfs): 19.23
Drawdown time (days-hours): 162 SRR La
AS to Maximum water: 3.04
Minimum exit slope (%]: 28 Tempaorary (PS to AS): 762
Mazximum exit slope (32): 159 Total at auxiliary elevation: 46.54
Total at water elevation: 49.59
Total at top of fill: 5400
Inlet Blevation: 58.3 Conduit Diameter: 8.00 Avpdliary Blevation: 100.6 Top Of Dam: 102.& s

When WinPond Alert Message 21 appears:

Not Enough Water is available to flow through the Auxiliary Spillway (AS).
Warning: Depth is less than or equal to zero feet.

This message is caused by not allowing enough water to flow through the auxiliary
spillway. To eliminate this message, adjust one of the following:

1. Change the value of the Auxiliary elevation to a lower elevation

on the Principal Routing tab - T9
OR

2. Increase the value of Frequency (years) for Auxiliary Spillway

at the bottom of the Hydrology tab - T3

%% Data Entry for Auxiliary Routing on Tab 9  ****x

The Auxiliary Routing tab is a display screen for data entered on previous tabs. Only the
Top of fill data entry box allows data entry.

1. Auxiliary Elevation Auxiliary elevation is repeated from the Auxiliary Spillway,
T8.
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2-3. Actual Bottom width (feet)
Actual flow depth (Hp) (feet)
If bottom width was entered on the Auxiliary Spillway
screen, bottom width will be the same as entered and
flow depth will be a calculated value.

If flow depth was entered, bottom width will be
calculated and flow depth should match input if it was
possible.

4. Water elevation in auxiliary
Maximum pool elevation, which is the auxiliary elevation
plus flow depth.

5. Flow in auxiliary (cfs) Peak flow through the spillway in cubic feet per second.

6. Drawdown time (days-hours)
Amount of time to discharge the Auxiliary Spillway storm.
If the Principal Spillway used is less than 10 inches in
diameter, this time is the drawdown time to the auxiliary
elevation, otherwise, this value is the drawdown time to
the level specified in the default file

7-8. Minimum exit slope (%)
Maximum exit slope (%)
Allowable range of slopes for the Exit channel.

Elevations:
9. Top of fill Settled elevation of the top of fill. This value is the greater
of the following:
a. Auxiliary elevation plus minimum auxiliary depth, OR
b. Water elevation plus freeboard. Water elevation plus
freeboard. This value can only be increased; this
value cannot be lowered.

10. Channel (downstream toe)
Channel elevation is the elevation at the downstream toe
of the embankment at the Principal Spillway location.
This value is used in determining conduit length and
overall height. This value cannot be changed at this
location.

11. Overall height (feet) Settled top of the fill elevation minus the downstream toe
elevation.

Storage (acre feet): Refer to Figure 3 below for a diagram of these storage
volumes.
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12. AS to Maximum water Volume between maximum water and auxiliary
elevations.

13. Temporary (PS to AS) Volume between principal inlet and auxiliary elevations.

14. Total at auxiliary elevation
Volume below the Auxiliary elevation.

15. Total at water elevation
Volume below the maximum water elevation.

16. Total at top of fill Volume below the top of fill elevation.
NOTE: If the first area entered in the stage-storage data is
not zero, storage below the first elevation is approximated
by taking:
0.4 * (first area) * (first elevation - pool bottom elevation).
Storage Volumes
Figure 3. Storage Volumes shown below displays various storage volumes figured by

the WinPond program. In the following Storage Volumes diagram replace all references
to Emergency Spillway (ES) with Auxiliary Spillway (AS).

Figure 3. Storage Volumes

STORAGE VOLUMES

Top of Fill Elev.

N
\ / \ Max. Water Elev.

+ + + + + + F + + +F + + F + ¥ F F F F ¥ ¥ F ¥ ¥ F
T T T T T T e S e S S S S T T T T T (ES)E/
Emergency el.
OOOOOOOOOOOOOOOOOOOOOOOOOOOOO
O OOOOOOOOOOOOOOOOOOOOOOOOO
- = ES to Max. Water Inlet (PS) Elev.

+ o+
4] T B2 to Maxodater . AR~ m — — o — — —
HHHHHHHHHHHHHHH
HHHHHHHHHHHHHH
P QN TN et et ottt ettt —t —
ﬂ = Temporary (PS to ES) = NG —— o — —
o3 T TN et ettt ettt — —
HHHHHHHH
HHHHHH
Ed =rwates  RKCZCC

+ @ = Total at ES
O
+ @ = Total at Max. Water
[+ [+ +@ = Total at Top of Fil

+

*rekk Status Bar Message Line at bottom of window ~ *****
Data Element Source of value
1. Inlet Elevation - Data entered on Principal Spillway Tab - T5

2. Conduit Diameter - Data entered on Conduit Tab, Trials - T6,
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- Data value selected on Principal Routing Tab,
Trial for Routing auxiliary - T7

3. Auxiliary Elevation - Data calculated or entered on Principal Routing Tab - T7

4. Top of Dam = Minimum top of fill elevation
- Value calculated on Principal Routing Tab - T7
- Value calculated =
Auxiliary Elevation + Auxiliary Spillway to top of dam

- Auxiliary Spillway to top of dam value from
Options - Auxiliary Spillway.
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J Design Check -- T10 08/12/2004

After the auxiliary storm has been routed and the top of fill elevation set, the pipe length
is recalculated based on the new top of fill elevation. The pipe length (based on
estimated top of fill) used in the design, and the recalculated pipe length are shown on
the final design check screen. The variation between the two lengths is computed by the
formula:

|(old - new)| / old

The two pipe lengths are displayed on this tab as:
Pipe length used in floodrouting (linear feet) nnn
Recalculated pipe length based on

final top of fill elevation (linear feet) nnn

The actual pipe length variation (%) and the allowable variation (15.0%) are displayed on
this tab when the actual variation exceeds the allowable variation. These two messages
appear as:

Variation of the two lengths nn.nnnNNNNNNNNN
Allowable variation 15.0
When these 2 error messages appear the variation is too large. The user must click on

the Use New Pipe Length button to correct this large variation. Conduit length is too
long; this is a waste of resources.
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=T

File Tools Help
O,NR
Design Check | Ground Profile/Cross Section Embankment Cross Section Ground’Embarkment Intersection Reports
Project Elevation-Storage Hydrology Sediment Principal Spillway | Conduit | Frincipal Routing | Auwx Spillway | Aux Routing

Pipe length used in floodrouting (linear feet): 138

Recalculated pipe length based on 159
final top of fill elevation (linear feet):

“ariation of the two lengths: 15.2

Allowable variation: 15.0

Click the "llse New Fipe Length™ button to
return to the Principal Routing tab and run

through the design with the new pipe Use New Pipe Length
length.

Inlet Blevation: 54.0 Conduit Diameter: 800 Avndliary Blevation: 100.3 Top Of Dam: 1023 o
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New Pipe Length

wmrond sampiez

File Tools Help

O,NR

Design Check | ‘Ground Profile/Cross Section | Embankment Cross Section | Ground/Embankment Intersection Reports

=10f x|

Project | Elevation-Storage | Hydrology |Sadimerst | Principal Spillway | Conduit | Principal Routing | Aux Spillway | Auwx Routing

Fipe length used in floodrouting (linear feet): 159

Recalculated pipe length based on 159
final top of fill elevation (linear feef):

Click the "Use New Pipe Length” button to
return to the Principal Routing tab and run

through the design with the new pipe Use New Pipe Length
length.
Inlet Blevation: 94.0 Conduit Diameter: 8.00 Aundliary Blevation: 100.3 Top Of Dam: 1023

**xx  Data Entry for Design Check on Tab 10  *****

The Design Check tab is a display screen for data entered on previous tabs. Only the
New Pipe Length can be changed on this tab.

When the variation between the two pipe lengths is greater than allowed, the following
message will appear:

Variation of the two lengths: nn.nnNNNNNNNNNN

Allowable variation: 15.0

Click on the New Pipe Length button to return to the Principal Spillway Routing Tab
(T7) to run through the design with the new pipe length.

The number of the trial used in the current test is specified on the Principal Routing Tab.
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The New Pipe Length value for the current trial is Length (linear feet) displayed on the
Conduit Tab (T6).

K*kkkk

*xekk Status Bar Message Line at bottom of window

Data Element Source of value
1. Inlet Elevation - Data entered on Principal Spillway Tab - T5

2. Conduit Diameter - Data entered on Conduit Tab, Trials - T6,
- Data value selected on Principal Routing Tab,

Trial for Routing auxiliary - T7

3. Auxiliary Elevation - Data calculated or entered on Principal Routing Tab - T7

4. Top of Dam = Minimum top of fill elevation
- Value calculated on Principal Routing Tab - T7

- Value calculated =
Auxiliary Elevation + Auxiliary Spillway to top of dam

- Auxiliary Spillway to top of dam value from
Options - Auxiliary Spillway.
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K Ground Profile/Cross Section -- T11 05/03/2005

The Ground Profile X-Section Data screen is used to enter the ground data to be used in

determining earthwork quantities.

The stationing conventions used in WinPond are illustrated below in Figure 2.

measured from
bose line to
centerline

(10’ shown here?

Downstream
Direction

|
‘ Embankment
| Centerline

Base

0+79 1+45 2+00 2+22
—— f f — — |Viewed with

0-+00 upstream on

the Left

0 10
STATION 1+00

PLAN VIEW BL-CL offset is X—SECTION

Embankment
Centerline (CL>

20

1

0+00 0+31 c+ee a+7e

Viewed in

|| IPROFILE
/3‘+00

downstream direction

1. In the Plan View, the Embankment Centerline Profile must have stations that
increase from left to right when looking downstream.

When station numbers are entered in WinPond, do not enter the plus sign (+), i.e.,

station 2+50 should be entered as 250. The plus sign (+) will automatically be
inserted by the WinPond program.

Starting at the Embankment Centerline at the edge of the Plan View, enter the first

station. From this Station, enter related points on the same row, along a continuum from

the Station.

Points are automatically arranged in ascending order at data entry time. Points are
usually at varying distances apart to fit the variations in the dam site.
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Bid WinPond - SAMPLELPR] : Sample 1 = =10l x|

File Tools Help

A R T
ONRCS Panr! Fesaurces
Design Check Ground Profile/Cross Section
Project | Elevation-Storage | Hydrology | Sediment | Principal Sp'lllwayl Conduit | Principal Routing | Aux Spillway | Auwx Routing

Ground/Embankment Intersection

Embankment Cross Section

Station Increment: Iﬂ. Height of instrument: [}] Percent ground slope: L]
NOTE: MWegative distances are upstream NOTE: To change Height of instrument or Percent ground
of centerline. slope, double click an Elevation or Distance field.
Practice |D: DAM Paint Number

Station

[o+00 Elevation  [110.0 |
Dielete

Distance I{H} I

[ |
[ |
_ B Elevation  [102.0 [ | | I
Cross Section Delete Bietanse I{H} I I I I
W Elevation [103.0 | | | |
Delete Distance  [p.0 | | I |
075 Elevation  [1015 | | | I
Delete Distance  [p.0 | | I |
) Elevation Igg_{) I I I I

Delete Distance [0 | | | | ]

Wiew
Inlet Blevation: 38.0 Conduit Diameter: 12.00 Aupdliary Blevation: 100.7 Top Of Dam: 102.7 &

2. Cross sections should be viewed in the direction of decreasing station number with
negative (-) values to the left (upstream) and positive values to the right (downstream).

The Baseline (BL) - Embankment Centerline (CL) offset [BL-CL offset] is the
horizontal distance from the baseline (flagline) to the centerline.

When looking in the direction of decreasing station, the centerline (CL) is to the right of
the baseline (BL). This offset must be entered as a positive number, otherwise, the
value of the offset will be entered in error as a negative number.
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Eij WinPond - SAMPLEL.PRJ : Sample 1
File Tools Help

Wnited Slaies Bepariment of Agricaliure

Na | Resources
\QJ N RC C:z.‘g; rear\rag:JlﬂuiiE Eal o

_1ol x|

Design Check Ground Profile/Cross Section Embankment Cross Section Ground/Embankment Intersection Reports
Project | Elevation-Storage | Hydrology | Sediment | Principal Spillway | Conduit | Principal Routing | Aux Spillway | Aux Routing
Station Increment: ID Height of instrument: 105 Percent ground slope: 5
MOTE: Megative distances are upstream NOTE: To change Height of instrument or Percent ground
of centerline. slope, double click an Elevation or Distance field.
Practice |O: DAM Point Number 1 of 1
Station
[os00 Blevation  [110.0 | | | | -
Delete Distance ID_{} I I I I
0+26 Foresight |45 | | |
Cross Secti 2
?‘;14 o= Delets Distance ||3._{; |3[:._[;\ | | |
[o+52 Elevation  [03.0 | | | |
Delete Distance ID_{;. I I I I
0475 Blevation 1015 | | | |
Delete Distance ID_{} I I I I
050 Elevation IEB.D I I I I
Delete Distance 0.0
| | | | | o
View
Inlet Elevation: 58.0 Conduit Diameter: 12.00 Avpdliary Bevation: 100.7 Top Of Dam: 1027

The screen sample above shows five stations with related data.

Ground Point Modifiers

1. Ground Point Modifiers dialog box.

In the Windows environment the values for Station Increment, Height of Instrument and
Percent Ground Slope located at the top of the Ground Profile/Cross Section Tab can be
entered/changed using the mouse at anytime.

The value of Station Increment can be changed in the Tab 11 data entry box. See
Data elements: 1. Station Increment below.

To change the value of either Height of instrument or Percent of ground slope,
double click on either of the point fields (Elevation or Distance) in the specific Cross
Section row to which this change will apply. A specific cross section row includes a
station and related points. When one of the point fields in the specific cross section row
is double clicked, a Ground Point Modifiers dialog box will be displayed with data entry
boxes to receive the change number(s) for Height of instrument and Percent ground
slope.
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A
Height of instrument: 105
Percent ground slope: l5

Cancel | OK |

Enter the height of Instrument, e.g., 105.0. When the changed value is acceptable,
click on the OK button on the dialog box. Otherwise, click the Cancel button. See Data
Elements: 2. Height of Instrument below.

When a change has been made in the Ground Point Modifiers dialog box to the Height
of Instrument value, the specific Cross Section Elevation label changes to the
Foresight label on a cross section row on the Ground Profile/Cross Section tab. The
values for Foresite will be displayed. Also, the value(s) appearing next to Height of
Instrument or Percent ground slope at the top of the screen will change reflecting the
change(s) entered in the dialog box. These values will be displayed only when a row
with a Foresite label is highlighted. Height of Instrument applies to that row only and not
to rows displaying Elevation.

2. Enter Station data. In the Windows environment, data entry of station data is free
form in WinPond when compared with data entry in the DOS Pond program.

a. Five stations can be viewed at one time.

b. Stations will be placed in ascending sort order by Station Number as they are
entered. When data for more than 5 stations is present, a scroll bar will appear
on he right side of the window. This scroll bar will enable the user to view more
than 5 stations for this dam.

c. The maximum number of stations allowed is 50.

A new station should be entered in the empty row at the end of the list of stations. The
stations are placed in ascending order as they are entered. When entering station data,
start with the lowest station number, e.g., 0+00 = 0.

A negative station number even when entered at a later time, will be positioned at the
beginning of the ascending station number sort sequence.

3. Enter Point data. Enter Point data for each Station will appear on the row on the
right side of the Station in ascending sort order from left to right by Distance. Each point
is identified by Elevation and Distance.
a. Five points attached to each station can be viewed at one time.
When the number of points attached to a station reaches 5, a scroll bar will
appear at the bottom of the window. This scroll bar will enable the user to view
more than 5 points attached to that station.
b. The value of Point Number, e.g., 1 of 3, indicates the current point location
of the cursor on a Station Cross Section data row.
c. The maximum number of points that can be attached to a station is 50.
d. When entering points for a station, start with the lowest Distance number point.
When a new point is entered on a station row, this point will automatically be
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positioned with existing points in assending sequence from left to right.
e. On every row, there must be a Distance value = 0.0. If the view on this tab
displays a forked line, one of the station rows lacks a Distance value = 0.0.

**xx%  Data Elements for the Ground Data on Tab 11  *****

1. Station Increment:
Station increment determines what the next station will be in relation to the current
last station. This Station Increment will enable the determination of the location of a
next new station. For example, if the current last station is 5+00 and the increment
is 50, the next station added will be 5+50.

A value of zero will cause the station to increment by 1'. The input cursor will move to
the Station field instead of to the Elevation field when adding a new station. The
value the station can be changed by data entry.

The default value for Station Increment is located on the Tools/Options toolbar,
Ground tab. A change to Station Increment on the Ground Profile/Cross Section tab
will override the default value found on the Tools/Options toolbar Ground tab.

When Station Increment is set to a value, WinPond automatically uses the last
station value plus the Station Increment to create a new station.

When Station Increment equals blank or is set to zero, the new station value will
remain blank.

2. Height of instrument:
When a value for Height of instrument is entered in the Ground Point Modifiers
dialog box, e.g., 105, WinPond assumes Foresight values are being entered. The
input label of Elevation is changed to Foresight. All values on the Foresight row will
be converted from Elevation to Foresight.

When Elevation = 90 and Height of Instrument = 105, Foresight = 15".

To display the Ground Point Modifiers dialog box, double click on the either of the
point fields (Elevation or Distance) in a specific Cross section station row.
The value of Height of instrument may be changed at any time.

3. Percent ground slope:
Each station must have one point with distance = 0 (the baseline).

Percent ground slope should be used when there is only one point with a
distance = 0. When percent ground slope is entered, the 2nd point will
automatically be generated by WinPond.

Entering a value for Percent ground slope, will allow you to enter one ground point
and have a second point computed. The first point must be entered in order to see
the results of the second (computed) point. The second point will be the override
offset from the first point.
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A value for Percent ground slope can be entered in the Ground Point Modifiers
dialog box, e.g., 20. Percent ground slope can be entered either before or after
the first point has been entered in the data entry box. To display the Ground Point
Modifiers dialog box, double click on either of the point fields (Elevation or
Distance) in a specific Cross section station row.

Percent ground slope entered in the Ground Point Maodifiers dialog box and the value
for Offset for slope will be used to automatically generate the next point. The default
value for Offset for slope (in ft.) can be found at Tools/Options/Ground.

A positive slope is assumed to be one which rises from left to right while looking in
the direction of DECREASING station. A negative slope would fall from left to right.

. Practice ID:
Practice ID indicates the current practice you are working on. The only Practice ID in
WinPond is DAM.

. Point Number __of __

The first number represents the point you are working on. The second number
represents the number of points entered for this cross section row. Only 5 points are
displayed on the screen at one time. As you enter more than 5 values, they are
scrolled horizontally. These additional values can be viewed using the scroll bar at
the bottom of the screen.

At least one ground point is required. When there is only one ground point, the
earthwork calculations will assume flat ground at the cross section.

. CrossSection __ of _:

The first number represents the cross section number you are working on. The
second number represents the total number of cross sections entered.

A specific cross section includes a Station and related points.

a. A cross section point is identified by Elevation and Distance.

b. The maximum number of points that can be attached to a station is 25.

c. Five points attached to each station can be viewed at one tine. When the
number of points attached to a station exceeds 5, a scroll bar will appear
at the bottom of the screen to allow display of the additional points
attached to that Station.

. Station:

A station is a point along the baseline from which distances and location are
measured. Each station must have a point with distance = 0 (which is the point
where you are standing).

On the Ground Profile/Cross Section Tab, Five stations can be viewed at one time.
When the number of stations reaches 5, a scroll bar will appear on the right side of
the screen to allow display of the additional stations.

A new station should be entered in the empty row at the end of the list of stations.
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The stations are placed in ascending order as they are entered.

If the station already exists warning message #35 will be displayed:
The station just entered is a duplicate. Duplicate stations are not allowed.
The duplicate will be deleted.

8. Elevation or Foresight:
Data input box for elevation or foresight for a point related to a station for a cross
section. Points are sorted by distance.

9. Distance:
A Distance input box is used to record a point related to a station in a cross section.

Distance is measured from the baseline (see the cross-section definition in
Figure 2 above). Points to the left (when looking in direction of decreasing station
are negative. Points to the right are positive.

The points need not be entered in any order, they will be sorted automatically. Two
points can not be entered with the same distance. Sequential points are located at
locations that are multiples of the offset. Points are sorted by Distance.

10. View button:
The view button displays a graph for the Profile for Practice: DAM, and a graph for
Ground data: Practice DAM: Station n+nn



76

Ground Profile =10l x|
Profile for Pract: DAM
102.00
Eehs e
iy

Elev. Ft. e

310 A A

Idiv ) NG

\\ .
71.00 et
0+50 Statien  (29.50/div) 3445

Ground data: Pract: DAM Sta: 0450

Cannot view single or no points,

View of Baseline Profile (Ground Profile at distance 0.00 at every Station.)
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[l Ground Profile ] =]

Profile for Pract: DAM

102.00 "
Y FEr
iy
F - =
div ) \\
N 7
\L
71.00 et
D+50 Station (29.50/div) 3+45
Ground data: Pract: DAM Sta: 0+60
58.00 o e -:J
r——
J/ e __.l
Elev. Ft. /_,./
(0.30 - o s i
idiv ) i i
et
L ol
55.00
0-20 Distance.ft. (8.00/div) 0+60

View of Baseline Profile and Ground Cross Section (at Station 0+60) :

*kkkk

*rkk Status Bar Message Line at bottom of window

Data Element Source of value
1. Inlet Elevation - Data entered on Principal Spillway Tab - T5

2. Conduit Diameter - Data entered on Conduit Tab, Trials - T6,
- Data value selected on Principal Routing Tab,

Trial for Routing auxiliary - T7

3. Auxiliary Elevation - Data calculated or entered on Principal Routing Tab - T7

4. Top of Dam = Minimum top of fill elevation
- Value calculated on Principal Routing Tab - T7

- Value calculated =
Auxiliary Elevation + Auxiliary Spillway to top of dam

- Auxiliary Spillway to top of dam value from
Options - Auxiliary Spillway.
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L Embankment Cross Section -- T12 05/03/2005

After entering the ground data, the embankment cross section template(s) are defined
on the screen shown below. Figure 9 below shows a cross section template with the
appropriate dimensions defined. This cross section is viewed in the direction of
decreasing station.

Note: Make sure to enter stations located upstream of the centerline as negative
stations.

After entering the ground data stations on the Ground Profile/Cross Section tab, T11,
embankment cross section template(s) can be created on the Embankment Cross
section tab, T12.

Stations displayed on the Ground Profile/Cross Section tab make up the Ground Profile
range. The Ground Profile range can be divided into sections by the Embankment cross
section templates. Each template represents a range beginning with the station
specified on the template, and ending with of the station on the next template.

When more than one template has been created. the templates must be in ascending
order within the Ground Profile range. The station on each template defines the
beginning of a template range. The station on the next template is the beginning of the
next template range. When multiple templates are present the station on each template
defines the beginning of an adjacent template section on the Ground Profile range.

The maximum number of templates allowed is 20.

When a template station falls outside of the Ground Profile range, the view link will not
execute and no view will be displayed.

When this screen is first displayed, the earthwork quantities (explained below) are
calculated and displayed on the message line located at the bottom of the screen. If
any changes are made to earthwork quantities, these values will be recalculated
automatically, e.g., Settled Top of Fill Elevation.
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Figure 9. Cross section template for earthwork
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Embankment Cross Section - Top of window
EdwinPond - SAMPLEXPR:Sample2 1=

File Tools Help

Design Check Ground Prefile/Cross Section Embankment Cross Section | ‘Ground/Embankment Intersection Feports
Project | Elevation-Storage | Hydrology | Sediment | Principal Spillway | Conduit | Principal Routing | L Spillway | Lux Routing |
s | _ AddTempise |
View View View View
Templatz Mumber: 1 3 3 4
Station: |o-50 |o=50 |o=70 | [ =
Settled top of fill elevation: [102.30 [102.30 [102.30 [102.30
Top width (feet): |14.00 |14.00 [14.00 [14.00
Upstream berm elevation: I I I I
Upstream berm width (feet): I I I I
o e e ey |21.00 |s1.00 |21.00 |a1.00
Bowmsiream bemmnwinh (et [10.00 |10.00 |10.00 [10.00
Front slope (n:1): IB'M IE'{H} |3.i}ﬂ |3.|}D
Back slope (n1): |3.00 |3.00 |3.00 |3.00
Stripping Depth (feet): o.50 | | |
Core bottom width (feet): j10.00 | | |
Core depth (fest): |5.00 | | | |
Delete Delete Delete Delete
4 |+

Cubic Yards: Fill: 13368 Settled Fill: 12786 Strip: 4 Core: 16 s
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Embankment Cross Section - Last 3 fields
E]wmpond - SAMPLE2Z.PR] : Sample 2 = =1of x|

File Toolz Help

United States Depariment sf Agricsiure

ONRCS B terice

Design Check Ground Profile/Cross Section Embankment Cross Section | Ground/Embankment Intersection
Project | Elevation-Storage | Hydrology | Sediment | Principal Spillwsy | Cenduit | Principal Routing | A Spillway | Lux Routing |
et i[> | __ #dd Template |
View WView Wiew View
Template Number: 1 3 3 4
Upstream berm elevation: I I I I ;l
Upstream berm width (feet): [ [ [ I
Downstream berm elevation: |e1.00 |a1.00 |a1.00 |e1.00
Bt e |10.00 |10.00 |10.00 |10.00
et i |3.00 |3.00 |3.00 |3.00
Bk slope: (nol): |3.00 |3.00 |3.00 |3.00
Stripping Depth (feet): fo.50 | | |
Care bottom width (feet): j10.00 I I |
Core depth (feet): |5.00 | | |
Core side slopes (n:1): |1'5D I I I
Core offset (fest): | | | |
BL-CL offset (feet): | | | | =
Delete Delete Delete Delete
4 I+
Cubic Yards: Fill: 13368 Settled Fill: 12786 Strip: 4 Core: 16 é

*xkk Data Entry for Embankment Cross Section on Tab 12 *xx**

1. Calculated Volumes: Earthwork quantities in cubic yards.
The earthwork quantities (in cubic yards) are computed and displayed on the
message line at the bottom of the screen:
l. Fill (Constructed fill)
Il. Settled Fill
1. Strip
V. Core

If any changes are made to earthwork quantities, these values will be
recalculated
automatically whenever a change is made.

Fill (Constructed).
The volume of fill required for the dam structure including the
amount needed to compensate for any settling that may take
place. The level of this fill volume after settling is the Settled fill
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elevation.
Settled fill. The volume of fill required to completely fill up the dam structure
after settling has taken place.

Strip. The volume of soil removed from beneath the dam structure and
replaced with a non-permeable material. This material covers

the entire width of the dam.

Core. The volume of the soil replaced on the lower surface at the
center of the dam structure to provide support for the dam
structure. This replaced soil extends for the entire length of the
dam.

2. Percent Settlement or Overfill (feet).
Percent Settlement displayed on the Embankment Cross Section tab originates
from the value of Percent Settlement on the Primary Spillway tab. To change the
value of Percent Settlement return to the Primary Spillway tab.
Enter the percent of settlement that you expect to occur or the amount of overfill
in feet you plan to use. [Pressing <F4> will switch between the two methods.]
The percent of settlement is computed as as follows:

%S = 100 * (Ec = Es) / (ES = E|ow)

where: %S = percent settlement,
E. = constructed elevation,
Es = settled elevation, and
Eww = ground elevation at centerline.

3. Add Template button.
The Add Template button is used to add templates on the Embankment Cross
Section tab. (Maximum templates = 20).

A template on the Embankment Cross Section tab is a cross section of a possible
dam for this site.

Delete link
This link will remove the associated template. At least one template is required.

4. View link.
Single click on the View link to display a View of the Embankment Cross Section for
the template number data located immediately below the View link.

Use the scrollbar on the right side of the Embankment Cross Section view to display
the change in Elevation in feet for the cross section.
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Legend: Ground - solid green line
Extrapolated Ground - dashed green line
Fill (Constructed/Settled) - solid red line
Stripping/Core - solid purple line
mfmhankment(rnss Section j =10 %]
Template & 1 Ground Station;  1+40
10542 =

=
Elevation, Fest
(3.74ldv ) / \

67.98

-131.7200 121.7200

Distance, Feet ( 25.34/div)

Ground; — Extrapolated Ground; ====== Fill; e Core/Stripping; =—

5. Template Number.

Three templates are shown on the screen with the appropriate template numbers
displayed.

6. Station. (Entered data)

Enter the station at which this template will begin. The template range will extend up

to the next station entered or to the end of the data (if this is the last template). Enter
the stations in ascending order.

NOTE: To enter data on the Embankment Cross Section tab in any of the data
elements from 7. Settled top of fill elevation through 14. Back Slope, clear
the current value from the field using, delete, backspace or space. The current

value for a field will then be replaced by a previously entered value from the
design.
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11.

12.

13.

14.

15.

16.

17.

18.
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Settled top of fill elevation. (Entered data)
Enter the elevation of the settled top of fill.

. Top width (feet). (Entered data)

The top width of the dam is entered here in feet.

Upstream berm elevation.

Enter the upstream berm elevation in feet. WinPond assumes the berm is level, i.e.,
no slope. If no berm is used, leave elevation and width blank. However, if berm
elevation is below natural ground, enter O for elevation and O for width.

Upstream berm width (feet).

Enter the upstream berm width in feet. WinPond assumes the berm is level, i.e., no
slope. If no berm is used, leave elevation and width blank. However, if berm
elevation is below natural ground, enter O for elevation and O for width.

Downstream berm elevation.

Enter the downstream berm elevation in feet. WinPond assumes the berm is level,
i.e., no slope). If no berm is used, leave elevation and width blank. However, if
berm elevation is below natural ground, enter O for elevation and 0 for width.

Downstream berm width (feet).

Enter the downstream berm width in feet. WinPond assumes the berm is level,

i.e., no slope. If no berm is used, leave elevation and width blank. However, if berm
elevation is below natural ground, enter O for elevation and O for width.

Front Slope (n:1). (Entered data)

This is the slope of the dam on the upstream side. This value should be entered as
a ratio of horizontal distance to 1 foot of vertical distance, e.qg., for 3:1, enter 3.
WinPond uses this value for the slope above and below the berm (if any).

Back Slope (n:1). (Entered data)

This is the slope of the dam on the downstream side. This value should be entered
as a ratio of horizontal distance to 1 foot of vertical distance, e.g., for 3:1, enter 3.
WinPond uses this value for the slope above and below the berm (if any).

Stripping Depth (feet).

Enter the depth of any stripping in feet. Stripping volume is computed assuming
this depth occurs from upstream toe to downstream toe. If no stripping is done,
leave blank.

Core bottom width (feet).
Enter the bottom width of the core in feet. If no core, leave blank.

Core Depth (feet).
Enter the core depth in feet. If no core, leave blank.

Core side slopes (n:1).
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Enter the side slope ratio for the sides of the core. This is entered as a ratio of
horizontal distance to 1 foot of vertical distance (e.g., 2.5:1, enter 2.5). If no core,
leave blank.

19. Core offset (feet).
The core offset is the distance from the dam centerline to the core centerline.
While looking in the direction of decreasing station, the offset value is positive if the
core centerline is to the right of the dam centerline. If the core centerline is to the
left of the dam centerline the offset value is negative.
20. BL-CL offset (feet). (Entered data)
The ground data baseline (BL) could be considered as the centerline or flagline for
the ground data. Baseline is the line joining all the 0 (zero) distances for each
ground data cross section. CL is the dam centerline. BL-CL offset is the distance
from the ground baseline to the dam centerline. While looking in the direction of
decreasing station, the offset value is positive if the dam centerline is to the right of
the ground baseline, else it is negative. Changing this value shifts the dam
upstream or downstream.
21. Cubic Yards. (On message line)
The earthwork quantities (in cubic yards are computed and displayed here for the
fill (Fill, Settled Fill, Strip, and Core) volumes.
View of Embankment Cross Section
Template ## @ 1 Grd.S5ta: 8+98
164 .80
Elev, ft.
(a.70
sdiv)
97.80
-39 .90 Distance,ft. (5.88-div) 208 .80
Grd.Line : -———— 5.Fill AREAS Fill : 89 SFill: 81
Cextrap. ). - soarserossosss —e— e — - (=q.ft.) 3trip : a Core ° a
UF ARROW — prev. =tatiom, HOME — first =station
DOUN ARROUW — next statiom. END - last statiom, Esc—exit vieuw
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**&xx Status Bar Message Line at bottom of window ~ *****

Values on this Status Bar Message Line are calculated from numbers on
Embankment Cross Section Tab - T12. All of these values are volume in cubic
yards.

When values on Tab T12 change, the Status Bar Message Line values will be
recalculated immediately.

Data Element Source of value
1. Fill Embankment Cross Section Tab - T12.
2. Settled Fill Embankment Cross Section Tab - T12.
3. Strip Embankment Cross Section Tab - T12.
4. Core Embankment Cross Section Tab - T12.



87

M Ground/Embankment Intersection -- T13 02/07/2005

The embankment centerline stations, where the ground elevation is equal to the Settled
fill elevation are shown along with the Auxiliary spillway elevation on the
Ground/Embankment Intersection tab. These 4 stations include Settled fill station

on left and right ends of the DAM, and Auxiliary Spillway stations on left and right ends
of the DAM.

When a station is beyond entered ground data, the location is extrapolated (using the
previous 2 stations) from the ground data and a warning is issued. The design auxiliary
spillway bottom width (feet) is also displayed.

In the data entry box, enter the Dam Centerline station where the Auxiliary Spillway
centerline crosses (see Figure 10. Auxiliary Spillway Location below). The location
of the Dam Centerline station determines the side on which side the Auxiliary
spillway is located.

A station cannot be entered which would result in the bottom of the Auxiliary spillway
being in a fill condition. The location of the bottom of the Auxiliary spillway must be
outside the range of the dam structure.

This station is used in printing the embankment centerline profile on the construction
checkout sheet.
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Figure 10. Auxiliary Spillway Location

AUXILIARY SPILLYWAY LOCATION

Downstream
Embankment Direction
Centerline

Auxiliary Spillway [A.5.]
Centerline

O+00

Dam centerline station where A.S. centerline crosses
{in this sketch Jt would be J+40)
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Fig WinPond - SAMPLELPRJ : Sample 1 =
File Tools Help

Uniied States Firnﬂ.mrﬁ. of Agriculiure
\atural Resources
\QJN RCS Conservation Senvice

Design Check Ground Profile/Cross Section

Embarkment Cross Section | Ground/Embankment Intersection

_1of x|

Project |Eevaﬁnn—5tmage Hydrology | Sediment | Principal Spillwaryl Conduit | Principal Routing | Aux Spillway | Aux Routing

The embankment centerline stations where the ground elevation is equal to the settled fill elevation and the awaliary
spillway elevation are shown below.

——— LEFT —— ——— RIGHT ——
Settled fill station: 0424 station: 2448

elevation: 100.0 elevation: 100.0
Larciliary spillway station: 0+80 station: 2485~

elevation: 100.7 elevation: 100.7

= WARNING = : Points extrapolated from ground data!

Larciliary Spillway bottom width, in feet: 14.00
Enter dam centerline station where Awiliary spillway centerline crosses: IME‘

( must be less than or egual to 0473
or greater than or egual to 2+62)

*xk% Data Entry for Ground /Embankment Intersection data on tab 13 *****

The embankment centerline stations where the ground elevation is equal to the settled
fill elevation and the emergency spillway elevations are shown below.

1. Settled Fill
a. Leftside: Station:
Elevation:
b. Right side: Station:
Elevation:

2. Auxiliary Spillway
a. Leftside: Station:
Elevation:
b. Right side: Station:
Elevation:

3. Auxiliary Spillway Bottom Width (feet):
4. Enter the dam centerline station where the Auxiliary spillway centerline

crosses: nnn
( must be less than or equal to:  n+nn
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must be greater than or equal to: n+nn)



N Reports -- T14
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03/29/2005

=1of x|

File Tools Help

Wnited States Department of Agricsiure

Matural Resources
\Qf N RC Conservation Semvice

Design Check Ground Profile/Cross Section Embankment Cross Section G round/Embankment Intersection Reports

Project |ElevatiDn—StDraege | Hydrology |Sedimm | Principal Spillway | Conduit | Principal Routing | Aux Spillway | Aux Routing

Select All |

Deselect All

Job Approval Class
Elevation-storage input

Starage volumes

RCN determination

Hydrologic data

Principal spillway trials
Luihary spillway details
o cht Create Report |
Embankment cross section data
Conduit detail

Design elevations

Summary

Earthwork volumes

AN NI Y Y C Y Y Y A

Coenstruction checkout

1. Select Reports

2. Create Reports

To select one or more of the following reports, click on
the small box to the left of the wanted report.

To select all reports click on the Select All button.
To delete all reports, click on the Deselect All button.

When wanted reports have been selected, click on the
Create Report button to create reports.

3. Report Project Heading When wanted reports have been selected, for each set of

created reports a header report record is created. Data

on the report header was originally input on the Project
tab.

These project data include:
1. Project name
2. State
3. County
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. Landowner

. Township

Range

. Section

. Tract

. Field

10. Designed By

11. Date designed

12. Comments/Notes

13. Office Name & Address for the Project Report

© N U A

To print created reports, click on the Print this report link
located immediately below the Report Viewer heading.

WinPond Report Heading (part 1)

Print this report

=10oj x|

| POND DESIGM

winPond 1.0

Description

Project ---- :

Sample 25

: This Project is a dam located on 1.Q. Farmer's farm on

noname creek near interstate 70.

This example dam includes the following additions to
the Sample? data:

1. Sediment = 2.00 above and below inlet on Sediment,
T4

2. Drop Inlet on Principal spillway, T5

3. Adjusted Inlet Elevation = 94.00 on Principal
spillway, TS5

4. calculated method on Aux. Spillway, T8
5. Used new pipe length = 158 on Design Check, T10.
6. <Changed Height of Instrument and %Ground Slope for

station 0+57 (foresight) on Ground Profile/Cross
section, T11

£

7
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WinPond Report Heading (part 2)

JT=TEY
Print this report

7. Added points to station 0+60 on Ground
profile/Cross Section. T11

state —--————— : Missouri
County ----- I worth
Landowner -- : 1.Q. Farmer
Township --- : 10

Range —----—-—- r 20

section ---- : 2

Tract ————- 4

Field ————— = 3

Designed By

Date designed:

Date printed :

: 1.Q. Engineer

3/22,/2004
3/22/2004

Approved By

Date

5. Current Reports include:

Job Approval Class - R1
Elevation-storage input - R2
Storage volumes - R3

RCN determination - R4
Hydrologic data - R5
Principal spillway trials - R6
Auxiliary spillway details - R7
Ground data - R8
Embankment cross section data - R9
Conduit detail - R10

Design elevations - R11
Summary - R12

. Earthwork volumes - R13
Construction checkout - R14

S3TATTS@reo0oe
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. The WinPond report heading information for each report run is the result of
data entered on

Tab - Any WinPond tab
Menu: Tools/Options/General/Footer for Cover Page

. Data on Reports include input entered on WinPond tabs and calculated data. Data
elements and the source are listed for each report.
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N Reports RptOl - Job Approval Class 03/03/2004
1=
Print this report

| Hazard Class Low A |
| Effective Height Feet 29.2 |
| Effective Storage AC-FT 45.5 |
| Storage X Effective Height AC-Ft FT 1328 |
| Ccontributing Drainage Area Acres 84 |
| Ccontributing Drainage area square Miles .13 |
| Pipe Cconduit Capacity CFS 4.3 |
] open channel spillway Design Flow CFS o1 |
| Conduit — Inside Diameter Inches 8 |
| Conduit mMaterial 55P |
| Inlet Type Drop |

Data Elements for the Job Approval Class report include:

Data element Source
1. Hazard Class constant = low
2. Effective Height (ft.) Principal Routing, T7 - Effective
height
3. Effective Storage (ac.ft.) Principal Routing, T7 -Total at
auxiliary
4. Storage x Effective Height (ac.ft., ft.) Principal Routing, T7 -
Height x storage
5. Contributing Drainage Area (acres) Hydrology, T3 - Drainage area
(acres)
6. Contributing Drainage Area (sq. miles) Hydrology, T3 - Drainage area
(calculation)
7. Pipe Conduit Capacity (cfs) calculation (not on a tab)
8. Open Channel Spillway Design Flow (cfs) Auxiliary Routing, T9 - Flow in
auxiliary
9. Conduit - Inside Diameter (in.) Conduit, T6 - Diameter
10. Conduit material Conduit, T6 - Type

11. Inlet Type Principal Spillway, T5 - Inlet type
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N Reports RptO2 - Elevation-Storage Input Data 02/11/2004

Frint this report

TR RERARERRAREEREY CLEVATION-STORAGE INPUT DhATA % 5 v o b v 5 v v o v e i W s ¥

ELEW POOL AREA INT. STORAGE ACCUM, STORAGE
(frd (acres) {ac.ft.) {ac.ft.)
o L | 0.00  |me—eememe 0. 00
—————————————————————————————— 32.37 o e
96.0 2.60  jem——mm—— 32.37
—————————————————————————————— 6.56 s
98. 3 c 2oL 1 N [ 38.93
—————————————————————————————— 2.21 e e S e e
99.0 3.20  |eoosoooooo oo 41.13
—————————————————————————————— 4,326 A —
100. 3 3. 50 2 |eemsmmem o 45.49
—————————————————————————————— 6.21 T e T
102.0 3.80 e 51.69

Data Elements for the Elevation-storage input report include:

Data element Source
1. Elevation (ft.) Elevation-Storage, T2
2. Pool Area (sq.in.) Elevation-Storage, T2
3. Pool Area (acres) Elevation-Storage, T2
4. Int. Storage (ac.ft.) Elevation-Storage, T2

5. Accum. Storage (ac.ft.) Elevation-Storage, T2
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N Reports Rpt03 - Storage Volumes 02/26/2004
=10/
File Edit Format View Help
Project --- : Sample 23 B
Frepared for:J.Q. Farmer TWP : 10 RNG @ 20
Prepared by :1.Q. Engineer SEC : 2 FLD : 4
Checked by Date:
ELEVATION AREA STORAGE
() (acres) (ac.ft.)
Inlet (Princ. spillway) 94.0 2.39 7.38
A, spillway 100.3 3.50 45.49
Max. water 100.4 3.52 45.78
settled top of fill 102.3 3.85 52. 584
_________________________ +___________________________+_____________
Sediment - above inlet |---—-—-—-—-———mmm - | 2.00
- below inlet |--------mmmmmmmmmmmm - I 2.00
Inlet to Aux. | —m e | 18.11
Aux., To max. water | m—m - I 0. 30
| ___________________________________________________________________

Storage volumes - R3

Data Elements for the Storage volumes report include:

1.

Data element

Elevation (ft.)
Area (acres)

Storage (ac.ft.)
. Aux. Spillway
Elevation (ft.)
Area (acres)
Storage (ac.ft.)
. Max. water
Elevation (ft.)

Area (acres)

Storage (ac.ft.)

4. Settled top of fill

Inlet (Princ. spillway)

Source

Principal Spillway, T5

Principal Spillway, T5

interpolated from Elevation-Storage,
T2

calculated

Auxiliary Spillway, T8

Principal Routing, T7

interpolated from Elevation-Storage,
T2

calculated

calculated

interpolated from Elevation-Storage,
T2

calculated

Auxiliary Routing, T8 - Top of fill
OR
[(Auxiliary Routing, T8 - Top of fill)
minus (Principal Spillway, T5 -




Elevation (ft.)
Area (acres)

Storage (ac.ft.)

5. Sediment - above inlet
Storage (ac.ft.)

6. Sediment- below inlet
Storage (ac.ft.)

7. Inlet to Aux.
Storage (ac.ft.)

8. Aux. to max. water
Storage (ac.ft.)

98

% Settlement)]

calculated

interpolated from Elevation-Storage,
T2

calculated

Sediment, T4
calculated

Sediment, T4
calculated

calculated
calculated

calculated
calculated
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N Reports Rpt0O4 - RCN determinations 01/28/2004

RPTO04 - RCN determinations

Bompernnompad 1=

File Edit Format Wiew Help

4
Project : Sample 2B
Prepared for : J.Q. Farmer TwWP : 10 RNG @ 20
Prepared by : 3.Q. Engineer SEC : 2 FLD : 3
Checked by : Date :
RUNOFF CURVE NUMBER DETERMINATION Acres & (curve numbers) for
Hydrologic soil Group
COVER DESCRIPTION A B e D
CULTIVATED AGRICULTURAL LANDS
small grain
SR + Crop residue good  42(860)
C + Crop residue poor  42(62)
ACCUMULATED: 84,00 ACres WEIGHTED CURVE NUMBER: 61
-

RCN Determinations

RCN Determination data on this report were entered on Hydrology, T3
Data elements for Runoff Curve Number (RCN) Determinations include:

Data element Source
1. Cover Description Hydrology, T3 - RCN
2. Acres & curve numbers for Hydrology, T3 - RCN
Hydrologic Soils Group
3. Accumulated - acres Hydrology, T3 - RCN

4. Weighted Curve Number Hydrology, T3 - RCN
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N Reports RptO5 - Hydrologic data 02/17/2004

_injx

File Edit Format WView Help

Project --- : Sample 23 2l
Prepared for:1.Q. Farmer TwP : 10 RNG @ 20
Prepared by :J.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:
| rRainfall distr. type ----- : 11 |
| brainage area, acres ----- : 84.0 watershed slope, % : 14.0 |
rRunoff curve number ------ : 6l Flow length, ft. - : 2376
Time of concentration, hrs : 0.48
(min. : 28.69)
————————— spillway ---------
Principal Auxiliary
Design frequency, yrs.: 10 50
24 hr. rRainfall, in. : 5.0 6.5
rRunoff, in. --------- : 1.4 Z:3
Peak inflow, cfs ---—- : 90.23 164.7
Peak outflow, cfs -—- : 4.33 0.11 A.s.
=

Data elements for the Hydrologic Data report include:

Hydrologic Data

Data element: Source
1. Rainfall distr. type Hydrology, T3 - Rainfall distribution
type
2. Drainage area (acres) Hydrology, T3 - Drainage area
(acres)
3. Runoff curve number Hydrology, T3 - Runoff Curve
Number (RCN)
4. Watershed slope (%) Hydrology, T3 - Watershed slope
(%)
5. Flow length (ft.) Hydrology, T3 - Flow Length (feet)
6. Time of concentration, (hrs., min.) Hydrology, T3 - Time of
concentration
Spillway Data
Data element Source
1. Design frequency (yrs.) Hydrology, T3
a. Principal
b. Auxiliary
2. 24 hr. Rainfall (in.) Hydrology, T3

a. Principal
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b. Auxiliary
3. Runoff (in.) Hydrology, T3
a. Principal
b. Auxiliary
4. Peak inflow (cfs) Hydrology, T3
a. Principal
b. Auxiliary
5.. Peak outflow (cfs)
a. Principal calculated during Principal Routing,
T7
b. Auxiliary calculated during Auxiliary Routing,
T9

NOTE: Report values will be slightly different from Peak flow values found near the
bottom of Hydrology, T3 where estimates from database data using EFH2 are
displayed.

Actual values for peak inflow are calculated at routing time for Principal
Spillway and Auxiliary Spillway. Actual Peak flow values are used on
WinPond reports.

Peak inflow (cfs)
Principal - Actual value from Principal Spillway, T5
Auxiliary - Actual value from Auxiliary Spillway, T8.

Peak outflow (cfs)
Principal - Actual value from Principal Spillway, T5
Auxiliary - Actual value from Auxiliary Spillway, T8.
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N Reports Rpt06 - Principal Spillway trials 02/11/2004
-lolx]
File Edit Format View Help
Project --- : Sample 23 2l
Prepared for:J.Q. Farmer TwP : 10 RNG @ 20
Prepared by :3.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:
Inlet Type: Drop Inlet Elevation: 94.0
TRIAL 1 TRIAL 2 TRIAL 3
CONDUIT: Type --—-————-—-- 55P 55P 55P
Diameter, in. -- 8.00 10.00 12.00
Height, in. ----
width, in. -----
Manning's n ---- 0.013 0.013 0.013
Entrance Coefficient, Ke | 1.000 | 1.000 1.000
Auxiliary elevation ----- 100.3 100. 3 100.3
STORAGE {ac.ft.):
Temporary (P5-A5) ---- 18.11 18.11 18.11
Total at Auxiliary --- 45.49 45.49 45.49
Effective height, ft. --- 29.2 29.2 29.2
Height x storage -------- 1328 1328 1328
| brawdown time, days-hrs. | 0-23.1 | 0-14.2 0-9.5 |
| Trial used -———-—--—-—-—- | -——- 1 —-
CONDUIT TYPES ---——- 55P - smooth steel Pipe ]

Data elements on the Principal Spillway trials report for trials 1-3 include:

Principal Spillway Trials
Data element
1. Inlet type
2. Inlet elevation
3. Conduit
a. Type

b. Diameter (in.)

c. Height (in.)

d. Width (in.)

e. Manning's n
Entrance Coefficient, Ke
5. Auxiliary elevation

6. Storage (ac.ft.)
a. Temporary (PS-AS)

Source

Principal Spillway - T5
Principal Spillway - T5

Conduit, T6 - Type
Conduit, T6 - Diameter (in.)

Conduit, T6 - Height (in.)

Conduit, T6 - Width (in.)

Conduit, T6 - Manning's n

Conduit, T6 - Entrance Coefficient,
Ke

Principal Routing, T7 - Auxiliary
Elevation

Principal Routing, T7 - Storage:
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b. Total at Auxiliary
7. Effective height (ft.)
8. Height x storage
9. Drawdown time (days-hrs.)

10. Trial Used
11. Conduit types

Temporary

Principal Routing, T7 - Total at
Auxiliary

Principal Routing, T7 - Effective
height (ft.)

Principal Routing, T7 - Height x
storage

Principal Routing, T7 - Drawdown
time (days- hrs.)

Principal Routing, T7 - Trial to use

Principal Routing, T7 - Conduit

Type
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N Reports RptO7 - Auxiliary Spillway Details 02/26/2004
RI=I
Fle Edit Format Wiew Help
Project --- : Sample 23 B
Prepared for:3.qQ. Farmer TWP : 10 BNG @ 20
Prepared by :1.Q. Engineer SEC @ 2 FLD : 4
Checked by Date:
Discharge determination: Calculated
auxiliary elev. 100.3 A Retardance ------——--—- E
Bottom width, ft. 10 Level sect. Tlength, ft.: 25
Flow depth, ft. - : 0.09 Side slope ratio, n:1 : 3.00
EXIT CHANNEL -
Max. vel.,fps - : 7.0 Retardance ----------- E
Inlet Channel - -1 - -2 -
Length, ft. -- : 0.0 0.0
Slope, % -——-- 0.00 0.00
Flow, ¢fs ————-- g.11 Exit Slope, % --- Min.: 4
Max. : 30
settled i1l elev.: 102.3 Drawdown time, days-hrs: 0-0.86
channel elev, --- 69.4 overall height, ft. -- : 32.9
(downstream toe)
A increased by user =

Data Elements for the Auxiliary Spillway Details report include:
(Discharge determination:  Calculated OR
Qe values from ASFILE)

Auxiliary Spillway

Data element Source

1. Auxiliary elevation
2. Bottom width (ft.)

3. Flow depth (ft.)

Retardance
Level section length (ft.)

6. Side slope ratio (n:1)

Exit Channel:
7. Maximum Velocity (fps)

Principal Routing, T7 - Auxiliary Elevation

Auxiliary Spillway, T8 - Desired bottom
width (ft.)

Auxiliary Routing, T8 - Actual flow depth
(Hp) (ft.)

Auxiliary Spillway, T8 - Retardance
Auxiliary Spillway, T8 - Level section
length (ft.)
Auxiliary Spillway, T8 - Side slope ratio

Auxiliary Spillway, T8 - Exit Channel,
Permissable velocity (fps)
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8. Retardance Principal Routing, T7 - Exit Channel,
Retardance
Inlet Channel:
9. Length (ft.) Auxiliary Spillway, T8 - Inlet Channel -
Length (ft.)
10. Slope (%) Auxiliary Spillway, T8 - Inlet Channel -
Slope (%)
Auxiliary Routing
11. Flow in Auxiliary, cfs Auxiliary Routing, T9 - Flow in auxiliary
12. Settled fill elevation Auxiliary Routing, T9 - Top of fill
13. Channel elev. (downstream toe) Auxiliary Routing, T9 - Elevation: Channel
(downstream toe)
14. Exit slope, % - Min. Auxiliary Routing, T9 - Minimum exit slope
(%)
15. Exit slope, % - Max. Auxiliary Routing, T9 - Maximum exit slope
(%)
16. Drawdown time (days-hrs.) Auxiliary Routing, T9 - Drawdown time
(days-hrs.)
17. Overall height (ft.) Auxiliary Routing, T9 - Elevations: Overall

height (ft.)
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N Reports Rpt08 - Ground Data 02/11/2004
Bsompiezi totepad -lo/x]
File Edit Format View Help
Project --- : Sample 23 2l
Prepared for:J.Q. Farmer TwP : 10 RNG @ 20
Prepared by :3.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:
STA HI  %SLOPE (Fs or ELEV)/DIST ------ =
0+50 102.30 / 0
0457 105.00 5.00 98.30 / 0
0+57 105.00 5.00 99,80 / 30
0+60 96.40 / 0
0+70 93.50 / 0
0+80 90,50 / 0
0+92 83.10 / 0
1+07 2310 f 0
1+27 72.50 / 0
1+31 71.10 / 0
1+37 71.10 / 0
1+40 76.10 / 0
1+85 76.60 / 0
2400 85.40 / 0
2+10 89.40 / 0
2+25 91.00 / 0
2+40 91.90 / 0
2+85 94,80 / 0
3+15 97.10 / 0
3+28 98.30 / 0
3+30 98.50 / 0
3+45 100.30 / 0 —
hd

Ground Data data elements for this report were input on Ground Profile/Cross Section,
T11

Data element Source
1. Station Ground Profile, T11 - Station
2. Height of Instrument Ground Profile, T11 - Height of
Instrument
3. Percent Slope Ground Profile, T11 - Percent
ground slope
4. Foresight or Elevation/Distance Ground Profile, T11 -

Elevation/Distance
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N Reports Rpt09 - Embankment cross section data 02/26/2004

_ioix

File Edit Format View Help

Project --- : Sample 23 2l
Prepared for:J.Q. Farmer TwP : 10 RNG @ 20
Prepared by :3.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:
% settlement = 5.0
| | | | |
Template # ——-——---————————- 1 2 3 4
Station -----------——-——-—- 0+00
Settled top of fil11 elev. - 102.3
Top width, ft. --—————---—-—- 14.00
Upstream berm elev, -------
berm width, ftr. --
pownstream berm elev, ----- 51.0
berm width, ft. 10.00
Front slope, n:l -——————-—- 3.0
Back slope, n:il ———-———-——- 3.0
stripping depth, ft. ---—-——-
cnrepgutgnm Eidth, fr. ----
depth, ft. --————--—--
side slopes, n:l -----
offser, fr. --———------
BL-CL offset, ft. - —————-—- 0 o
_____________________________________________________________________ j

Data elements for the Embankment cross section data report (templates 1-3)
include:

Embankment cross section data

Data Element Source
% settlement = Principal Spillway, T5
1. Template # Embankment Cross Section, T12
2. Station Ground Profile/Cross Section, T11
3. Settled top of fill elev. Embankment Cross Section, T12
4. Top width (ft.) Principal Spillway, T5
5. Upstream berm elev. Principal Spillway, T5
6. Upstream berm width (ft.) Principal Spillway, T5
7. Downstream berm elev. Principal Spillway, T5
8. Downstream berm width (ft.) Principal Spillway, T5
9. Front slope (n:1) Principal Spillway, T5
10. Back slope (n:1) Principal Spillway, T5
11. Stripping depth (ft.) Embankment Cross Section, T12

12. Core bottom width (ft.) Embankment Cross Section, T12



13.
14.
15.

16.

Core depth (ft.)
Core side slopes (n:1)
Core offset (ft.)

BL-CL offset

108

Embankment Cross Section, T12
Embankment Cross Section, T12
Embankment Cross Section, T12

Embankment Cross Section, T12
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N Reports Rptl0 - Conduit detail 02/23/2004
=T
File Edit Format View Help
Project --- : Sample 23 2l
Prepared for:J.Q. Farmer TwP : 10 RNG @ 20
Prepared by :3.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:
Inlet Type ---————--—-- | DROP
Conduit Type ----—--——-- | 55P - smooth Steel Pipe
oiameter, in. -----———- | 8.00
Length, Tin. ft. ----- | 158.0 Extends & ft. beyond dnstr.toe
Slope, % ---—-------—- I .4
Max.Ti11 over pipe, ft.| 3.3
Horizontal Distances (ft.)
Upstrm: edge of top width to inlet end of pipe : 29.2
bnstrm: edge of top width to toe ---————-——-—- - 108.7
Anti-seep Number Min. 5ize Max.5pacing, ft.
collars Z 5'-4" 32.9
5 4'-10" 21.9
4 3'-0" 16.5
| ______________________________________________________________________

Data elements for the Conduit detail report include:

Conduit detail

Data element Source
1. Inlet Type Principal Spillway, T5 - Inlet type
2. Conduit Type Conduit, T6 - Type
3. Diameter (in.) Conduit, T6 - Diameter
4. Length (lin.ft.) Conduit, T6 - Length (lin.ft.)
5. Slope (%) Conduit, T6 on data input
6. Max. fill over pipe (ft.) Calc. distance - Inlets -
Aux Spillway & Principal Spillway
7. Horizontal Distance (ft.):
a. Upstream: edge of top width to inlet calculated: (Aux. Routing, T9 -
end of pipe Top of fill) - Principal Spillway,
(T7 - Inlet elevation)
b. Downstream: edge of top width to toe calculated: (Aux. Routing, T9 -
Top of fill) - (Aux. Routing, T9 -
Channel (downstream toe))
8. Anti-seep collars - Number calculated

Min. Size calculated
Max. spacing (ft.) calculated
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N Reports Rptll - Design elevations 02/11/2004
=/
Fle Edit Format Wiew Help
Project --- : Sample 23 B
Prepared for:1.Q. Farmer TWP : 10 RNG @ 20
Prepared by :1.Q. Engineer SEC @ 2 FLD : 4
Checked by Date:
waRRaRRaRRRd DESTGN ELEVATIONS (at principal spillway) ##eewsswsass
Inlet type: DROP NOT TO SCALE
Constrctd.f111 elev. : 103.9 Top width, ft.: 14
settled Fill elev. : 102.3
% settlement : 5 / \ Aux. elev., --—— : 100.3A
! ‘. _ Bottom width, ftr.: 10
Inlet elev.: 94 _ a/ b Dwn. berm elev. : 81
0 % width,ft. : 10
/ \
J o Invert Y 3 Back slope
Fi elev. h——
SOA = 7 L ¢
Front slope: 3/ 0 \
i 0 \
1]/ oY outlet elev.
/ N <m-- 71.4
T Low pt. on C/L : Fra X\ W Channel elev.
Length(s), ft.- 69.4
Conduit ------- (A to C) 158 o
:J

Data elements for Design Elevations (at principal spillway) report include:

Data element

Source

Inlet type Principal Spillway, T5 - Inlet type
Constructed fill elevation Calculated
Settled fill elevation Calculated

% settlement
Inlet elevation

Front slope

Low pt. on C/L

Length(s) (ft.) - Conduit

Principal Spillway, T5 - Settlement (%)
Principal Spillway, T5 - Inlet elevation

Principal Spillway, T5 -
Front slope (h:l)

Principal Spillway, T5 - CL/ low point
Elevation
Conduit, T6 - Length (linear feet)
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Top width (ft.) Principal Spillway, T5 - Top width (ft.)

Auxiliary elevation Principal Routing, T7 - Auxiliary Elevation

Bottom width (ft.) Auxiliary Spillway, T8 - Desired bottom
width (ft.)

Back slope Principal Spillway, T5 - Back slope (h:l)

Outlet elevation Principal Spillway, T5 - Outlet Elevation

Channel elevation Principal Spillway, T5 - Channel

Elevation
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N Reports Rptl2 - Summary 02/23/2004

[0l

Fle Edit Format Wiew Help

Project --- : Sample 23 B
Prepared for:3.qQ. Farmer TWP : 10 BNG @ 20
Prepared by :1.Q. Engineer SEC @ 2 FLD : 4
Checked by Date:
Inlet type: DROP Inlet Elevation: a4
CONDUIT: Type -----——--———-- S5P - Smooth Steel Pipe
Diameter, in. --- B
Length, 1lin. ft.- 158 Extends & ft. beyond dnstr.toe
RISER : Type ----——---—-- S5F - Smooth Steel] Pipe
Diameter, in. --- | 1&
Height, ft. ---—-- 22 = Inlet elev. - Invert elev.
AUX. : Elevation ------- 100.3
Bottom width, ft. 10
Hp, flow depth,ft. .09
Exit slope, % min. 4
max. 30
Effective height, ftr. ---- 29.2 = A5 elev. - low pt. on C/L
Height x storage ------——-- 1328
overall height, ft. ------ 32.9 = stld. 111 elev - chan. elev
NOTE ———-—————————————————— wEREEESE TNVENTORY SIZE DAM
=]
Data elements for the Summary report include:
Data element Source
Inlet type Principal Spillway, T5 - Inlet type
Inlet Elevation Principal Spillway, T5 - Inlet elevation
Conduit:
Type Conduit, T6 - Conduit Type
Diameter (in.) Conduit, T6 - Diameter (in.)
Length (lin.ft.) Conduit, T6 - Length (lin.ft.)
Riser
Type Conduit, T6 - Riser Type
Diameter (in.) Conduit, T6 - Diameter (in.)
Height (ft.) Principal Spillway, T5 -
Inlet elevation - Invert (barrel)
elevation

Auxiliary
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Elevation Principal Routing, T7 - Auxiliary Elevation
Bottom width (ft.) Auxiliary Routing, T9 - Actual Bottom width
(ft.)
Hp, flow depth (ft.) Auxiliary Routing, T9 - Actual flow depth
(Hp) (ft.)
Exit slope, % min. Auxiliary Routing, T9 - Minimum exit slope
(%)
Exit slope, % max. Auxiliary Routing, T9 - Maximum exit
slope (%)
Effective height (ft.) Principal Routing, T7 - Effective Height
Height x storage Principal Routing, T7 - Height x storage
Overall height (ft.) Auxiliary Routing, T9 - Overall height

NOTE:



114

N Reports Rptl3 - Earthwork volumes
02/24/2004

b Sample 27 - Notepad

File Edit Format Wiew Help

Project --- : Sample 23

Prepared for:J.Q. Farmer TwP : 10 RNG : 20
Prepared by :3J.Q. Engineer SEC : 2 FLD : 4
Checked by : Date:

| COMSTRUCTED SETTLED
| sett]lement | 5

| EARTHWORK o AR | 13369 12786
| QUANTITIES stripping - | 0 0
| (cu.yds.) corg —-—---- | 0 0
| TOTALS | 133689 12786

Data elements for the Earthwork Volumes report include:

Earthwork Quantities (cu. yds.)
When no percent settlement, constructed fill and settled fill values for Fill, Stripping and

Core will be equal.

Data element

% settlement
Constructed
Settled

Fill:
Constructed

Settled

Stripping:
Constructed
Settled

Core:
Constructed
Settled

Totals:
Constructed
Settled

Source

Principal Spillway, T5 - Settlement (%)
N/A

Embankment, T12 - Cubic yards fill on
Status bar

Embankment, T12 - Settled top of fill
elevation

Embankment, T12 - Strip on Status bar

N/A

Embankment, T12 - Core on Status bar
N/A

Calculated for column
Calculated for column
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N Reports Rptl4 - Pond Construction Checkout 02/26/2004
The Pond Construction Checkout Report consists of 3 parts:
Centerline Profiles
Cross Sections
Pipe Spillway Info
Centerline Profiles
[P sample 27 - Notepad = E - 10| x|
File Edit Format Wiew Help
Project --- : Sample 23 2l
Prepared for:1.Q. Farmer TwP : 10 RNG @ 20
Prepared by :1.Q. Engineer SEC : 2 FLD : 4
Checked by Date:
TEM # : Elev. + B.5. = H.I. TEM Description -J
TEM # : Elev. + B.5. = H.I. TEM Description
CENTERLINE PROFILES
| rod |Constr.| Plan. | rRod |cConstr.| plan.
5TA | Rdg. | Elev. | Elev. | Dev. 5TA | Rdg. Elev. Elev. Dev.
1 (F5) I(HI—FS)i \1 1 +/-) (Fs) |(HI-FS)| \1 (/)
Embankment CL Profile Embankment CL Profile
—————— e e e ] B B B B B
| | | | 2+01 102.9
—————— e e e B B B et
I I I I 2425 102.9
—————— e e I e e B B P e
0+57 | | | 102.5] 2+04 102.8
—————— s S I e e B B
0+0a | | | 102.6] 2485 102.7
—————— e e e I e B B B B
0+07 | | | 162.7] 3+15 102.6 -




116

E'. Sample 27 - Notepad ol = _Iljlil
File Edit Format Wiew Help
—————— e ————————__H TGN ———————.— T T S S e e Ht)A -
0+08| | | 102.9] 3+28 102.5
—————— e et e B e Bl R e
0+92 | | | 103.3| 3+03 102.5
—————— e e ] e e B il [
1+07 | | | 103.8] e 3+45 100. 3
—————— s e el I B B e Bl e
1+27] | | 103.8]
—————— et e e ] B B B e
1+31] | | 103.9]
—————— e s el e e e B
1+37] | | 103.9|
—————— e T e I R e el D
1+04 | | | 103.6]
—————— s e e I e B el Bl e
1+85] | | 103.86]
—————— et e el et B B B
2+00] | s 4 2 o |

"1 Planned elevations for top of dam are based on 5 % settlement.

| Principal spillway Elevs. |

——————— e T S
|INLET | | | 04 | |
|QUTLET | | | 71.4| |
| CHANNEL | | | 69.4| |
E'. Sample 27 - Notepad ol = 5 Iljlil
File Edit Format Wiew Help
Project --- : Sample 23 2l
Prepared for:1.Q. Farmer TWP : 10 RNG @ 20
Prepared by :J.Q. Engineer SEC : 2 FLD : 4
Checked by Date:
Auxiliary spillway CL Profile
—————— T s T TR IS
———————————————————————————————— Inlet
(us) J
100.3 Level
100.3 <center
100.3 Sect
———————————————————————————————— outlet
(ds)
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Cross Sections

L =101

File Edit Format Wiew Help

CROSS5 SECTIONS
Take 'x° shots plus any others as needed.

EMBANKMENT A Planned:
DwnsTrm. / o] EN up. F.5lope 3:1
S % E.5lope 3:1
7 b T.width 14
X X/ .
5TA
Rod
Dist
Rod
Dist
Rod
Dist
R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R EERERRRE
ALX. ® X Planned:
SPILLWAY % CL / 5.5]opes 3:1
\x X X/ B.width 10
5TA
Rod
Dist
Rod
Dist
Rod
Dist




Pipe Spillway Info

P sample 21 - Notepad -10] x|
Fle Edit Format Wiew Help
B
Project --- : Sample 23
Frepared for:1.Q. Farmer TWP : 10 RNG @ 20
Prepared by :J.Q. Engineer SEC : 2 FLD : 4
Checked by Date:
o +
PIFE SPILLWAY Planned as Built
Pipe Diameter, in. 8
Length, Tt. 158
Riser Diameter, in. 16
FPipe Type:
STOCKWATER PIPE  Diameter, in.
(if installed) Length, ft.
Have dam, spillway, & assoc. areas been
SEEDED ( ¥ )/( N )7 FENCED {( Y )/( N )7
MULCHED ( ¥ }/( N )7
o +
Does Does Not  meet NRCS design and
specifications.
Notes
By
Title _|
Pond Construction Checkout report:
Centerline Profiles
Data element Source

1. Embankment Centerline Profile
a. Station
b. Rod Rdg.(FS)
c. Constr. Elev. (HI-FS)
d. Plan. Elev.\1

Ground Profile/Cross Section, T11

Space for notes

Space for notes

calculated - Planned elevation for
top of dam




e. Dev. (+/-)

2. Principal Spillway Elevations

a. Inlet
b. Outlet
c. Channel

3. Auxiliary Spillway Centerline Profile.

a. Inlet (us)

b. Level center section

c. Outlet (ds)

Cross Sections
Data element

1. Embankment
a. Downstream
b. Center Line
c. Upstream
d. Planned

Front Slope

Back Slope
Top Width

e. Station
1) Rod
2) Dist.

2. Auxiliary Spillway
a. Center Line
b. Planned

S. Slopes
ratio
B. Width
bottom width
c. Station
1) Rod
2).Dist.

Pipe Spillway Info

Data element

1. Pipe Spillway
Planned:
a. Pipe Diameter (in.)
b. Pipe Length (ft.)
c. Riser Diameter (in.)

Space for notes

Space for notes
Space for notes
Space for notes

1) Space for notes
2) Space for notes
1) Aux. Spillway elevation
2) Aux. Spillway elevation
3) Aux. Spillway elevation

1) Space for notes
2) Space for notes

Source

Space for notes
Space for notes

Space for notes

Embankment Cross Section, T12 -
Front Slope

Embankment Cross Section, T12 -
Back Slope

Embankment Cross Section, T12 -
Top Width

Space for notes

Space for notes

Space for notes

Aux. Spillway, T8 - Side Slope
Aux. Spillway, T8 - Desired
Space for notes

Space for notes
Space for notes

Source

Conduit, T6 - Diameter
Conduit, T6 - Length
Conduit, T6 - Diameter
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d. Pipe Type Conduit, T6 - Type
As Built:
a. Pipe Diameter (in.) Space for notes
b. Pipe Length (ft.) Space for notes
c. Riser Diameter (in.) Space for notes
d. Pipe Type Space for notes
2. Stockwater Pipe
a. Diameter (in.) Space for notes
b. Length (ft.) Space for notes
3. Dam, Spillway & Assoc. Areas
a. Seeded: Y? Space for notes
N? Space for notes
b. Fenced: Y? Space for notes
N? Space for notes
c. Mulched: Y? Space for notes
N? Space for notes
4. Meet NRCS Design Specs
a. Y Space for notes
b. N Space for notes
5. Notes Space for notes
6. By Space for notes
7. Title Space for notes

8. Date Space for notes
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W Warning and Error Messages 01/27/2005

WinPond User messages include three types of messages:
l. Alert: Important information message
Il. Error: Message generated when normal system
operations are incomplete
3. Question: Query messages used bt WinPond to
control further processing

The Tab on which this message was generated is located at the right end of the
Message line.

The Action to be taken by the user is displayed following the message.

Msq # Messaqge
Msg 1 WinPond Error Tab: N/A
An error occurred while reading:
XXXXXXX XXX

Please reinstall WinPond.

Action: Please reinstall WinPond.
A file that WinPond needs to continue processing is missing.

Msg 2 WinPond Question Tab: Tools/Options: General
The specified folder was not found.

Do you want the folder to be created?

Action: Click Y/N

Msg 3 WinPond Error Tab: Tools/Options: General
WinPond was not able to create the folder as specified.

Please confirm that you have write access to the device and
existing path.

Action: Click OK, and contact System Admin. to confirm access.

Msg 4 WinPond Error Tab: N/A
The project file was not saved due to one of the following
conditions:

1. The path set in the Tools|Options|Data Path was not set to a



Msg 5

Msg 6

Msg 7
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valid path
2. The path entered during a save operation cannot be found.
3. The file was be saved due to a full or write protected disk.
4. The user may not have write access to the chosen path.

Action:

1. Check the datapath entered in Tool|Options|DataPath, or change
the datapath.

2. Create the path that was requested or change the path to one that
already exists.

3. Contact System Admin. to check the status of the disk.

4. Contact System Admin. to check the write access on the chosen
path.

WinPond Error Tab: N/A
The project file specified contains no data.

Action: Select another project file

WinPond Error Tab: N/A
This project file was created by a development version of WinPond
and is not supported by this version.

Action: Create a new project file in place of this file. Use the current
version of WinPond.

WinPond Alert Tab: Principal Routing (T7)
Status of Principal Spillway (P.S) Routing for each conduit and riser
pipe selected on Conduit (T6):

Principal Spillway Storm
Peak Flow, cfs:
nnnnn,nn

Trial n:

computing pipe flow
routing

DONE

On entry to the Principal Routing Tab (T7) Message Number 7 will always
appear. This message describes the status of the Principal Routing that
is taking place for each conduit and riser pipe selected on the Conduit
Tab (T6). For a trial grouping beginning with "Trial" and ending just
before
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the next trial, if 1-3 , messages appear after "DONE", passage through to

the next tabs will not be allowed.

Until a trial with the message(s) has been fixed or removed, passage

through to the next tabs will not be allowed.

To remove a trial, highlight and backspace the Conduit Type on the

Conduit tab (T6).

Action: Recheck input

Principal Spillway Storm
Peak flow, cfs: nnnnn.nn

Trial 1:
computing pipe flow,
routing
DONE
Related messages (0-2)

Trial 2:
computing pipe flow,
routing
DONE
Related messages (0-2)

Trial 3:

computing pipe flow,

routing

DONE

Riser orifice flow controlling.
Related messages (0-2)

Message Number 7

OK

1 msg

0-2 msgs
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L Principal Spillway Storm
lf) Peak Flow, cfs: 11.11

Trial 1;
computing pipe flow,
routing
DOME.
A5, elevation raised from
toinlet elev, + 1 ft.,

Trial 2:
computing pipe flow,
routing

DOME.
Riser weir flow controlling.
A5, elevation raised from

=495

s

=94

to full pipe flow elevation of -> 94,7

A.5, elevation raised from
toinlet elev. + 1 ft.

Trial 3:
computing pipe flow,
routing

DOME.
Riser orifice flow controlling.
A.5, elevation raised from

=95

e B

=94

to full pipe flow elevation of -= 95.1

Message Number: 7

Action:

1. Test each of the Principal Spillway trials (3) for each of the 5

conduit conditions.

2. Test each of the Principal Spillway trials (3) for 2 Auxiliary Spillway

conditions.

Message 7 in this dialog box displays the status of the Principal
Spillway Routing taking place for each conduit selected on
Conduit (T6). For each trial the routing message always appears.

This message can contain 3 sub-messages. Each sub-message
relates to the trials selected on Conduit (T6). Conduit related
conditions can include 1 message from 5 for a conduit condition in

a trial.

For each trial after "DONE", Conduit related conditions can include
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from O of 2 messages.

3. For a trial grouping beginning with "Trial" and ending just before the
next trial, if 1-3 messages appear after "DONE", passage through
to the next tabs will not be allowed.

Until a trial with the message(s) has been fixed or removed, passage
through to the next tabs will not be allowed.

To remove a trial, highlight and backspace the Conduit Type on the
Conduit tab (T6).

At least 1 trial must be present to continue to the next tabs.

Conduit Conditions

PSS Msg A WinPond Alert

PSS Msg B

PSS Msg C

Weir flow controlling.

Full pipe flow could not be obtained!
Riser may be too small

Recheck inputs.

This message displays the status of Weir flow controlling.
Full pipe flow could not be obtained. Riser may be too small.

Action: Recheck inputs to this process.

WinPond Alert

Slug flow controlling.

Full pipe flow could not be obtained!
Riser may be too small

Recheck inputs.

This message displays the status of Slug flow controlling.
Full pipe flow could not be obtained. Riser may be too small.

Action: Recheck inputs to this process.

WinPond Alert

Riser weir flow controlling.

Full pipe flow could not be obtained!
Riser may be too small

Recheck inputs.



PSS Msg D

PSS Msg E
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This message displays the status of riser weir flow controlling.
Full pipe flow could not be obtained. Riser may be too small.

Action: Recheck inputs to this process.

WinPond Alert

Riser orifice flow controlling.

Full pipe flow could not be obtained!
Riser may be too snall

Recheck inputs.

This message displays the status of riser orifice flow controlling.
Full pipe flow could not be obtained. Riser may be too small.

Action: Recheck inputs to this process.

WinPond Alert

Conduit orifice flow controlling.

Full pipe flow could not be obtained!
Riser may be too small

Recheck inputs.

This message displays the status of conduit orifice flow controlling.
Full pipe flow could not be obtained. Riser may be too small.

Action: Recheck inputs to this process.

Auxiliary Spillway Conditions

ASE Msg F

ASE Msg G

WinPond Alert

Auxiliary Spillway elevation raised
from nnnnn.n to full pipe flow
elevation of nnnnnn.n

This message displays the status of Auxiliary Spillway elevation.

Action: Click OK

WinPond Alert

Auxiliary Spillway elevation raised
from nnnnn.n to inlet

elevation + n.n feet nnnnnn.n
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This message displays the status of Auxiliary Spillway elevation.

Action: Click OK

Msg 8 WinPond Error Tab: N/A
An error occurred in the compilation of elevation-storage data
for this project. (WinPond was trying to save the project file.)

Action: Enter new elevation-storage data on Elevation-Storage (T2).

Msg 9 WinPond Error Tab: N/A
WinPond was not able to decompile ground points for this project.
(WinPond was trying to open the project file.)

Action: The current project file is corrupted.

Discard current project. Do not save the current project.
Start a new WinPond project!

Msg 10 WinPond Error Tab: N/A
An error occurred in the compilation of the cross section data for
this project.

Action: Re-enter Cross section data on Embankment Cross Section
(T12).

Msg 11 WinPond Error Tab: N/A
An error occurred in the compilation of ground data for this project.

Action: Re-enter ground data on Ground Profile Cross Section (T11).

Msg 12 WinPond Error Tab: N/A
An error occurred in the compilation of the inlet data for this project.

Action: Re-enter any missing data found on Conduit (T6), Principal
Routing (T7), Auxiliary Spillway (T8) and Auxiliary Routing
(T9). The missing data are affecting calculations.



Msg 13

Msg 14

Msg 15

Msg 16

Msg 17

Msg 18
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WinPond Error Tab: N/A
An error occurred in the compilation of the RCN data when
compiling data into this project.

Action: Re-enter RCN data on Runoff Curve Number Determination
dialog accessed through Hydrology (T3).

WinPond Error Tab: N/A
An error was found in the decompilation of the legacy Pond format
ground points when decompiling data from the project file.

Action: The current project file is corrupted.
Discard current project. Do not save the current project.
Start a new WinPond project!

WinPond Alert Tab: Conduit (T6)

The Riser Diameter was set to a value that is smaller than the
Conduit Diameter. WinPond will automatically correct the Riser
Diameter to be at least as big as the Conduit Diameter.

Action: Click OK.

WinPond Alert Tab: Auxiliary Routing (T9)
Auxiliary spillway bottom width value was restricting. Determination
of the depth value was not possible.

Action: Change the populated value for Desired bottom width (feet) or
for Desired flow depth [HP] on Auxiliary Spillway (T8).

WinPond Error Tab: Auxiliary Routing (T9)
Configuration was not found in the ASFILE. The combination of
Level section length and Retardance was not found.

Action: Change Retardance and Conduit Length on Auxiliary Spillway
(T8).

WinPond Error Tab: Auxiliary Routing (T9)



Msg 19

slope

Msg 20

Msg 21

Msg 22
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An error occurred while reading the ASFILE file.

Action: Re-install WinPond.

WinPond Alert Tab: Auxiliary Routing (T9)
The minimum exit slope of nn is greater than the maximum exit

of nn. This alert is due to the permissible velocity and/or retardance
values entered for the exit slope.

Action: Re-enter Permissible velocity and/or Retardance for Exit slope
on Auxiliary Spillway (T8).

WinPond Alert Tab: Auxiliary Routing (T9)
Possibly large depth flow encountered.
Warning: Depth is greater than 1.5 feet.

Action: Click OK.

WinPond Alert Tab: Auxiliary Routing (T9)

Not Enough Water is available to flow through the Auxiliary
Spillway (AS).

Warning: Depth is less than or equal to zero feet.

Action: Click OK.

- Mot enough water is available to flow through the
ll) auxiliary spillway.
Warning: Depth is less than or equal to zero feet.

Message Mumber: 21

WinPond Error Tab: Ground Profile/Cross Section (T11)
All templates cannot be deleted. At least 1 cross-section must
remain

on Embankment Cross Section (T12). One template will remain.
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Action: Click OK.

Msg 23 Not Used

Msg 24 WinPond Alert Dialog: Runoff Curve Number
Determination
Percentage was selected as the data model. The numbers that
were entered in fields on this dialog box must add up to 100 in order
to represent 100%.

Action: Enter numbers adding up to 100 on the Runoff Curve
Number Determination dialog.

Msg 25 WinPond Alert Tab: Hydrology (T3)
Drainage area must be 1 to 2000 acres.

Action: Enter a value from 1 to 2000 acres into Drainage Area on
Hydrology (T3).

Msg 26 WinPond Error Tab: N/A
The WinPond program cannot start.

Action: Please re-install WinPond.

Msg 27 WinPond Question Tab: N/A
Would you like to save the project you are working on?

Action: Click Y/N

Msg 28 WinPond Alert Tab: Hydrology (T3)
Flow Length must have a value greater than O.

Action: Enter a value greater than zero in Flow Length on Hydrology
(T3).



Msg 29

Msg 30

Msg 31

Msg 32

Msg 33

Msg 34

Msg 35
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WinPond Alert Tab: Hydrology (T3)
Runoff Curve Number must be a value between 59 and 98.

Action: Click OK, and enter a value between 59 and 98 in Runoff Curve
Number (RCN) on Hydrology (T3).

WinPond Alert Tab: Hydrology (T3)
Time of Concentration must have a value greater than 0.

Action: Click OK, and enter a value greater than zero in Time of
Concentration on Hydrology (T3).

WinPond Alert Tab: Hydrology (T3)
Watershed Slope must have a value between 0.5% and 64%.

Action: Click OK, and enter a value between 0.5% and 64%.in
Watershed slope on Hydrology (T3).

WinPond Alert Tab: Principal Routing (T7)
Auxiliary Elevation cannot be lower than nnn.n feet.

Action: Click OK, and enter a value above nnn.n feet in Auxiliary
Elevation on Principal Routing (T7).

WinPond Alert Tab: Auxiliary Spillway (T8)
To use this option, conduit area must be greater than or
equal to 3 square feet.

Action: On the Conduit Tab (T6) change the value of either Diameter
(round) or Width and Height (square or rectangular).

WinPond Alert Tab: Auxiliary Routing (T9)
Top of Fill must be greater than or equal to n.n feet.

Action: Click OK

WinPond Alert Tab: Ground Profile/Cross Section (T11)



Msg 36

Msg 37

Msg 38

Msg 39

Msg 40
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The station just entered is a duplicate. Duplicate stations are not
allowed. The duplicate will be deleted.

Action: Click OK.

WinPond Error Tab: Reports (T14)
An error in reports generation has occurred due to missing data.
Enter any missing data before attempting to generate a report.

Action: Enter any missing data before attempting to generate a report.
See Topic N Reports to locate the source of data for a specific report.

WinPond Error Tab: Ground Embankment/Intersection
(T13)

Reports Error

Ground data is missing. Enter Ground Data on Ground Profile

/Cross Section (T11).

Action: Enter ground data on the Ground Profile/Cross Section
(T112).

WinPond Alert Tab: Ground Embankment/Intersection
(T13)

Auxiliary Spillway centerline must be less than or equal to N+NN or
greater than or equal to N+NN

Action: Click OK, and change the Auxiliary Spillway centerline value on
Ground/Embankment Intersection (T13).

WinPond Error Tab: N/A
The WinPond online help file was not found or has become
corrupted.

Action: Reinstall WinPond

WinPond Alert Tab: Ground/Embankment Intersection
(T13)
Auxiliary Spillway Centerline is out of range.
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Action: Click OK, and change the value in the dam Center Line Station
data entry box on Ground/Embankment Intersection (T13). See label
next to Dam Centerline Station data entry box for required range of
values on Ground/Elevation Embankment Intersection Tab (T13)

Msg 41 WinPond Alert Tab: Elevation-Storage (T2)
Pool Area must be larger than n.nn on Elevation-Storage (T2).
WinPond will reset the value of Pool Area to n.nn.

Action: Click OK.

Msg 42 WinPond Alert Tab: Embankment Cross Section (T12)
One template must always be present on the Embankment Cross
Section (T12). WinPond will not delete the last template.

Action: Click OK.

Msg 43 WinPond Alert Tab: Ground Profile/Cross/Cross
Section (T11)
At least one station must be present on the Ground Profile/Cross
Section (T11). WinPond will not delete the last station.

Action: Click OK.

Msg 44 WinPond Error Tab: N/A
An error has occurred while loading the project file. The Project file
may be corrupt.

Action: Discard current project. Do not save the current project.
Start a new WinPond project!

Msg 45 WinPond Error Tab: Elevation-Storage (T2)
Not able to load Elevation-Storage Data. The Project file may be
corrupt.

Action: Discard current project. Do not save the current project.
Start a new WinPond project!
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Msg 46 WinPond Error Tab: Elevation-Storage (T2)
Pool Area must be less than nnnn.nn

Action: Pool Area on Elevation-Storage is too large. Enter a new
smaller value
for Pool Area.

This situation occurs when entered Elevation data and Pool Area data (on
row one) are followed a new row with lower Elevation and larger Pool
Area. When new smaller elevation data is entered (on row 2) below a
previously entered elevation, then the Pool Area on this second row

must be smaller than the previously entered Pool Area (on row one).

Correct Elevation and Pool Area relationship:

E.g., Elevation Pool Area
70.0 1.0
68.0 0.8
Msg 47 WinPond Alert Tab: N/A File/Open

This project was created with a DOS version of the Pond program.
Saving the current project using the name of the DOS version will
convert the current project to the format used by WinPond. The
current file will then not be compatible with the DOS version that
created the project.

Do you want to convert this project to the WinPond format?

Action: Click Y/N

Msg 48 WinPond Alert Tab: Ground Profile/Cross Section (T11)
The distance just entered is a duplicate. Duplicate distances are
not allowed. The duplicate will be deleted.

Action: Enter a new set of point data (Elevation and Distance) with a
different distance.

Msg 49 WinPond Alert Tab: Auxiliary Spillway (T8)
Desired Bottom Width must be greater than or equal to XXX.X and
less than or equal toYYY.Y. The value of bottom width will be set
to YYY.Y.
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Action: Confirm that the new Desired Bottom Width is valid.
Click OK.

Values for Desired Bottom Width are defined in Options/ Auxiliary

Spillway as

Msg 50

Msg 51

Msg 52

Msg 53

fields.

Minimum Bottom Width (XXX.X) and Maximum Bottom Width (YYY.Y).

WinPond Alert Tab: Conduit (T6)
The diameter of the riser should be at least 1.25 times the diameter
of the pipe barrel.

Action: Increase the diameter of the riser pipe.
Click OK.

WinPond Alert Tab: Conduit (T6)
Trial XX. The pipe slope is greater than nnn.n. An elbow may
be needed.

Action: Confirm the use of an elbow for the Principal Spillway.
Click OK.

The pipe slope should be less than or equal to 7 ft. vertical to 1 ft.
horizontal for optimum flow.

WinPond Alert Tab: Conduit (T6)
Trial XX. The slope of the outlet section is greater than nnn.n.

Action: Confirm the slope of the outlet section of the principal spillway.
Click OK.

The pipe slope should be less than or equal to 7 ft. vertical to 1 ft.
horizontal for optimum flow.

WinPond Alert Tab: Ground Profile/Cross Section (T11)

All ground points must have values in both Elevation and
Distance fields

Action: Confirm that all points have data in both Elevation and Distance

Click OK.
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Msg 54 WinPond Alert Tab: Elevation-Storage (T2)

The Pool Bottom Elevation entered is above the lowest elevation
entered on Elevation-Storage (T2). Resetting pool bottom to nnn feet.

Action: No action required.

Msg 55 WinPond Alert Tab: Elevation-Storage (T2)

The Pool Bottom Elevation entered is above the lowest elevation
entered on
Elevation-Storage tab (T2). Resetting Pool Bottom to xxx.xx feet.

Action: No action is required.
Pool Bottom Elevation on Elevation-Storage is too large. If
wanted, enter a new smaller value for Pool Bottom Elevation.

Msg 56 WinPond Alert Tab: Aux Spillway (T8)

The Desired Bottom Width on the Auxiliary Spillway is too large.
The ratio

between Flow Depth and Bottom Width exceeds 35:1.

Consider decreasing the value of Bottom Width.

Action: No action is required.
Desired Bottom Width on Aux Spillway (T8) is too large. If
wanted enter a new smaller value for Desired Bottom Width.
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Y WinPond Default Processing 08/25/2004
WinPond must have a default.prj file in order to run correctly. This file can be
changed, but not deleted.

To change default values for creation of a DAM in WinPond, on the Windows toolbar at

the top of the screen, click on Tools/Options. Many of the following defaults are used in
making calculations related to the tabs listed below. These defaults used in calculations
often are not displayed on any of the WinPond tabs.

The order of the options default tabs is in the same order as the defaults for the DOS
Pond program.

Restoration of all default values applies when the Default button is pressed; all changed
values will be restored to previous default values. When only a single default value is to
be restored to the previous default value, change only that default value back to the
previous value without pressing the Default button, otherwise all changed values will be
changed to the original default values when the Default button is pressed.

Options Default tabs displayed include:
WinPond Tab Location

1. General
Data Path Path to open projects
Footer for Cover Page Project tab data- T1

=10l x|

......................

[y

|.tﬂn.|.|:u:iliar'_.r Spillwa'_.rl Ground I Rainfall I Drawdown I Earthwaorlc I

Data Path: IC:"-.Dcu:uments and Settings mwolf My documert ... |

¥ Show File Save Dialog when F10 is Pressed.

Footer For Caover Sample 2K
Fage: Dam 2
RR1
WinPond, MO

oK | Defaults Cancel J/
%

2. Auxiliary Spillway Auxiliary Spillway tab - T8
Auxiliary Spillway to top of dam (ft.) 2.00
Freeboard (ft.) 1.00
Minimum bottom width (ft.) 10.00

Maximum bottom width (ft.) 150.00
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-0 x|
Auxciliary Spillway to top of dam (in ft.): I 200
Freeboard (in ft.J: | 1.00
Minimum bottom width (in f.): I 10.00
Maximum bottom width (in ft.): I 150.00

oK | Defaults Cancel J/
%

3. Ground Ground Profile/Cross Section
tab - T11
Station Increment (ft.) 0.00
Repeat distances:? Yes X
No
Offset for slope (ft.) 30.00

=10l x|

Station Increment (in ft.): | 0.00
Repesat distances7; * Yee 1 Mo
Offset for slope (in ft.): | 30.00

oK | Defaults Cancel ,L
%

4. Rainfall Hydrology tab - T3
Rainfall distribution type: I
IA
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Il X
11

=10] |

General I Aundliany Spillwa}rl Ground

Rainfall distribution type: |

oK | Defaults Cancel J/
%

5. Drawdown Principal Routing tab - T7
NOTE: Drawdown Time uses the shortest of these 3 conditions:
Feet above inlet 0.00
Percentage of Storage drained 85.0
Minimum flow in cu.ft./sec. 0.10
=10] x|
| Earthwork I
NOTE: Drawdown Time uses the shortest of these 3 conditions.
Feet above inlet: I 0.0
Percentage of Storage drained: I B5.0
Minimum flow in cu. ft. / sec.: I 010
il Defaults Cancel J/
2
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6. Earthwork Embankment Cross Section tab - T12

Slopes Settled X
Constructed

Berm Settles Yes
No X

=10l x|

Slopes: {* Settled " Constructed

Berm Settles: i Yes {* No

oK | Defaults Cancel ,1’
%
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Z Data Element Reference 02/08/2005
Data Elements, links and buttons on this list are located on the WinPond tab(s). The
tabs

are displayed to the right of the data elements.

Two kinds of data elements are displayed on this screen:
Data elements located on WinPond tabs
Data elements located on Option tabs.

On this listing Principal Spillway (P.S.) and Auxiliary Spillway (A.S.) are abbreviated.

All data elements located on the following WinPond tabs are listed under each tab:

Page
T1 - Project 9
T2 - Elevation-Storage 12
T3 - Hydrology 18
T4 - Sediment 33
T5 - Principal Spillway 36
T6 - Conduit 42
T7 - Principal Routing 48
T8 - Auxiliary Spillway 53
T9 - Auxiliary Routing 59
T10 - Design Check 63
T11 - Ground Profile/Cross Section 67
T12 - Embankment Cross Section 76
T13 - Ground/Embankment Intersection 85
T14 - Reports 88

All data elements are referenced separately with Tab numbers

Data elements found on Option tabs are listed separately with Option tab numbers
highlighted.

Page
O1 - General 142
02 - Auxiliary Spillway 142
03 - Ground 143
04 - Rainfall 143
05 - Drawdown 144
06 - Earthwork 144

A

Above inlet sediment storage - T4
Acres (button) - T2

Actual bottom width (feet) - T9

Actual flow depth (Hp) (feet) - T9
Actual length, elbow to outlet (feet) - T5

Accum. Storage (ac.ft.) - T2
Add Template button - T12
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Arid and Semiarid Rangelands [RCN3] - T3
AS to maximum water storage - T9
Auxiliary Elevation - T7, T8, T9, status bar T7, T8, T9, T10, T11

Auxiliary Routing - T9

Auxiliary Routing Actual Bottom width (feet) - T9

Auxiliary Routing Actual Flow depth (Hp) (feet) - T9
Auxiliary Routing Auxiliary Elevation - T9, status bar T9
Auxiliary Routing Drawdown time (days-hours) - T9
Auxiliary Routing Elevations Channel (downstream toe) - T9

Auxiliary Routing Elevations Overall height (feet) - T9
Auxiliary Routing Elevations Top of fill - T9

Auxiliary Routing Flow in auxiliary (cfs) - T9

Auxiliary Routing Maximum exit slope (%) - T9
Auxiliary Routing Minimum exit slope (%) - T9

Auxiliary Routing Storage (acre ft.) AS to Maximum water - T9
Auxiliary Routing Storage (acre ft.) Temporary (PA to AS) - T9
Auxiliary Routing Storage (acre ft.) Total at auxiliary elevation - T9
Auxiliary Routing Storage (acre ft.) Total at top of fill - T9

Auxiliary Routing Storage (acre ft.) Total at water elevation - T9

Auxiliary Routing Water elevation in auxiliary - T9

Auxiliary Spillway - T8

Auxiliary Spillway Auxiliary Elevation - T8, status bar T8
Auxiliary Spillway Bottom width (feet) - T13

Auxiliary Spillway Desired bottom width (feet) - T8
Auxiliary Spillway Desired flow depth (Hp) (feet) - T8
Auxilliary Spillway details report (R7) - T14

Auxiliary Spillway elevation - T13

Auxiliary Spillway Exit Channel Manning's n - T8

Auxiliary Spillway Exit Channel Permissible Velocity, fops - T8
Auxiliary Spillway Exit Channel Retardance - T8

Auxiliary Spillway Inlet Channel Length (feet) - T8 (calculated)

Auxiliary Spillway Inlet Channel Slope (%) - T8 (calculated)
Auxiliary Spillway Manning's n (2) - T8

Auxiliary Spillway Method - T8

Auxiliary Spillway Level section length (feet) - T8

Auxiliary Spillway Retardance (2) - T8

Auxiliary Spillway Side slope ratio - T8

Auxiliary Spillway Station - T13

Auxiliary Spillway to top of dam (feet)
Tools/Options/Auxiliary Spillway - O2
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B

Back slope (h:l) - T5, T12

Below Inlet sediment storage - T4

Berm Elevation (back slope) - T5

Berm Elevation (front slope) - T5

Berm Settles (yes/no) - Tools/Options/Earthwork - O6

Berm Width (feet) (back slope) - T5
Berm Width (feet) (front slope) - T5
BL-CL offset in feet - T12

Bottom width (feet) - T8, T9

C

C/L Low point Elevation - T5

Calculated method - T8

Channel Elevation - T5

Channel (downstream toe) elevation - T9

Conduit - T6

Conduit detail report (R10) - T14

Conduit Diameter (inches) - T6, T7, status bar T7, T8, T9, T10, T11
Conduit Entrance Coefficient, Ke - T6

Conduit Height (inches) - T6, T7

Conduit Inlet extension (feet) Horizontal distance - T6

Conduit Invert. TS5 (drop)
Conduit Length (linear feet) - T6
Conduit Manning's n - T6
Conduit Type - T6, T7

Conduit Width (inches) - T6, T7

Construction checkout report (R14) - T14
Core, status bar - T12

Core bottom width (feet) - T12

Core depth (feet) - T12

Core offset (feet) - T12

Core side slopes (N:1) - T12

County - T1

Cover Descriptions, RCN - T3

Create Report button - T14

Crest radius (inches) - T6 (drop - riser)

Cross Section (nof n) - T11
Cubic yards fill, status bar - T12
Cultivated Agricultural Lands [RCN1] - T3

D
Dam centerline station - T13
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Dam Project Template - T2

Data Path - Tools/Options/General - O1
Date - T1

Delete - T11

Deselect all button - T14

Design Check - T10

Design Check pipe length - T10

Design Check Recalculated pipe length - T10
Design Check New pipe length - T10

Design elevations report (R11) - T14
Designed by - T1

Desired Bottom width (feet) - T8

Desired Flow depth (Hp) (feet) - T8

Diameter (inch) - T6, T7, status bar T7, T8, T9, T10, T11
Distance - T11

Downstream berm elevation - T12

Downstream berm width (feet) - T12
Drainage area (acres) - T3
Drawdown time (days-hours) - T7, T9

E

Earthwork volumes report (R13) - T14
EFH, Chapter 2 values - T3

Effective height (feet) - T7

Elbow elevation - TS

Elbow to outlet (feet) [Actual length] - T5

Elevation or Foresight - T11

Elevation(s) - T2, T5, T9, T11, T13
Elevation Channel (downstream toe) - T9
Elevation Overall height (feet) - T9
Elevation Top of fill - T9

Elevation-Storage - T2

Elevation-Storage Accum. Storage (ac.ft.) - T2
Elevation-Storage Acres method - T2

Elevation-Storage Curve (view) - T2

Elevation-Storage Elevation (feet) - T2

Elevation-Storage | am making a template project (link) - T2

Elevation-Storage input report (R2) - T14
Elevation-Storage input method - T2
Elevation-Storage Int. Storage (ac.ft.) - T2
Elevation-Storage Pool Area (acres) - T2
Elevation-Storage Pool Area (sg.in.) - T2
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Elevation-Storage Scale of the map - T2 (square inches)
Elevation-Storage Square Inches method - T2
Elevation-Storage View (link) - T2

Embankment Cross-Section - T12

Embankment Cross-Section - Add Template (link) - T12
Embankment Cross-Section - Backslope (n:1) - T12
Embankment Cross-Section - Core bottom width (feet) - T12
Embankment Cross-Section - Core depth (feet) - T12
Embankment Cross-Section data report (R9) - T14

Embankment Cross-Section - Downstream berm elevation -- T12
Embankment Cross-Section - Downstream berm width (feet) - T12
Embankment Cross-Section - Front slope (n:1) - T12
Embankment Cross-Section - Remove (link) - T12

Embankment Cross-Section - Settled top of fill elevation - T12

Embankment Cross-Section - Station - T12

Embankment Cross-Section - Stripping Depth (feet) - T12
Embankment Cross-Section - Template Number -T12
Embankment Cross-Section - Top width (feet) - T12
Embankment Cross-Section - Upstream berm elevation -- T12

Embankment Cross-Section - Upstream berm width (feet) - T12
Embankment Cross-Section - View (link) - T12

Entrance Coefficient, Ke - T6

Exit Channel - T8

Exit Channel Manning's n - T8

Exit Channel Retardance - T8

Exit Channel Permissible Velocity, fps - T8

F

Feet above inlet - Tools/Options/Drawdown - O5
Field - T1

Flow depth (Hp) (feet) - T8

Flow in auxiliary (cfs) - T9

Flow length (feet) - T3

Foresight (Height of Instrument) - T11

Footer for Cover Page - Tools/Options/General - O1
Freeboard (feet) - Tools/Options/Auxiliary Spillway - O2
Frequency (years) [PS & AS] - T3

Front slope (h:l) - T5, T12

Fully Developed Urban Areas (Veg.Estab) [RCN4] - T3

G
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Ground data report (R8) - T14

Ground/Embankment Intersection - T13
Ground/Embankment Intersection - Auxiliary spillway - T13
Ground/Embankment Intersection - Auxiliary Spillway bottom width (feet)
-T13
Ground/Embankment Intersection - Dam Centerline station
where Auxiliary spillway centerline crosses - T13
Ground/Embankment Intersection - Elevation - T13
Ground/Embankment Intersection - Settled fill - T13

Ground/Embankment Intersection - Settled fill Elevation (Left/Right) - T13
Ground/Embankment Intersection - Settled fill Station (Left/Right) - T13
Ground/Embankment Intersection - Station - T13

Ground Profile/Cross Section - T11

Ground Profile/Cross Section - Cross Sectionnofn-T11

Ground Profile/Cross Section - Distance - T11

Ground Profile/Cross Section - Elevation - T11

Ground Profile/Cross Section - Foresight (Height of Instrument) - T11
Ground Profile/Cross Section - Height of Instrument - T11

Ground Profile/Cross Section - Percent ground slope - T11
Ground Profile/Cross Section - Point Number nof n-T11
Ground Profile/Cross Section - Practice ID - T11

Ground Profile/Cross Section - Station - T11

Ground Profile/Cross Section - Station Increment - T11

Ground Profile/Cross Section - View (link) - T11
Ground Slope (percent) - T11

H

Height (inch) - T6, T7

Height x storage - T7

Height of Instrument - T11

Horizontal distance Outlet extension (feet) - T5
Hydrologic data report (R5) - T14

Hydrology - T3
Hydrology Drainage area (acres) - T3
Hydrology Flow Length (feet) - T3
Hydrology Frequency (years) (P.S. & A.S.) - T3
Hydrology Hydrology Info - T3

Freq (yrs) - T3

24-Hr Rain (in) - T3

Runoff (in) - T3
Hydrology Peak Flow (cfs) (P.S. & A.S.) - T3

Hydrology Rainfall (inches) (P.S. & A.S.) - T3
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Hydrology Rainfall distribution type - T3
Hydrology Runoff (inches) (P.S. & A.S.) - T3
Hydrology Runoff Curve Number (RCN) - T3
Hydrology Time of concentration - T3

Hydrology 24-Hr Rain (in) - T3
Hydrology Watershed slope (%) - T3

I

I am making a template project (link) - T2

Inlet Channel Length (feet) - T8 (calculated)
Inlet Channel Slope (%) - T8 (calculated)
Inlet Elevation - T5, status bar - T5, T6, T7, T8, T9, T10, T11
Inlet extension (feet) [Horizontal distance] - T6

Inlet type - T5, T6
Int. Storage (ac.ft.) - T2

J
Job approval class report (R1) - T14

K

L

Landowner - T1

Length (linear feet) -T6

Level section length (feet) - T8

M

Manning's n - T6, T8

Maximum bottom width (feet) -
Tools/Options/Auxiliary Spillway - O2

Maximum exit slope (%) - T9

Method - T2, T8

Minimum bottom width (feet) -
Tools/Options/Auxiliary Spillway - O2

Minimum exit slope (%) - T9
Minimum flow in cu.ft./sec. - Tools/Options/Drawdown - O5
Minimum top of fill elevation - T7

N

New Pipe Length (link) - T10

Note: Inlet elevation required for sediment - T5
Notes/Description - T1

O
Office Name & Address for Project Report -
Tools/Options/General - O1
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Offset for slope (feet) - Tools/Options/Ground - O3
Other Agricultural Lands RCN2 - T3

Overall height (feet) elevation - T9

Outlet Elevation - T5

Outlet extension (feet) [Horizontal distance] - T5

P

Peak flow (cfs) [PS & AS] - T3

Percent ground slope - T11

Percent Settlement - T12

Percentage of Storage drained - Tools/Options/Drawdown - O5
Permissable Velocity {fps) - T8

Pipe length used in floodrouting (linear feet) - T10

Pipe length (recalculated based on final top of fill elevation) (linear feet) - T10
Point Number _ of - T11

Pool Area (acres) - T2

Pool Area (sq.in) - T2

Pool Bottom Elevation - T5
Practice ID - T11

Principal Routing - T7

Principal Routing Auxiliary Elevation - T7, status bar T7
Principal Routing Conduit Diameter - T7, status bar T7
Principal Routing Conduit Height (inch) - T7

Principal Routing Conduit Type - T6, T7

Principal Routing Conduit Width (inch) - T7

Principal Routing Drawdown time (days-hours) - T7
Principal Routing Effective height (feet) - T7
Principal Routing Height x storage - T7

Principal Routing Minimum top of fill elevation - T7
Principal Routing Storage (acre feet) - T7

Principal Routing Storage (acre feet) Temporary - T7

Principal Routing Storage (acre feet) Total at auxiliary - T7

Principal Routing Storage (acre feet) Total at minimum top of fill - T7
Principal Routing Trial to use for routing auxiliary - T7

Principal Spillway - T5

Principal Spillway Actual length, elbow to outlet (feet) - T5
Principal Spillway Back slope (h:1) - T5

Principal Spillway Berm Elevation (back slope) - T5
Principal Spillway Berm Elevation (front slope) - T5
Principal Spillway Berm Width (feet) (back slope) - T5

Principal Spillway Berm Width (feet) (front slope) - T5
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Principal Spillway C/L lowpoint Elevation - T5
Principal Spillway Channel Elevation - TS
Principal Spillway Conduit Invert. - T5 (drop)
Principal Spillway Elbow Elevation - T5

Principal Spillway Front slope (h:1) - T5

Principal Spillway Horizontal distance Outlet extension (feet) - TS
Principal Spillway Inlet Elevation - T5

Principal Spillway Inlet Type - T5

Principal Spillway Outlet Elevation - T5

Principal Spillway Pool bottom Elevation - T5
Principal Spillway Settlement (%) (F4 to toggle) - T5
Principal Spillway Tailwater Elevation - T5
Principal Spillway Top width (feet) - TS

Principal Spillway trials report (R6) - T14

Project - T1

Project County -T1
Project Date -T1

Project Designed By -T1
Project Field -T1

Project Landowner -T1

Project Notes/Description -T1
Project Project -T1

Project Range -T1

Project Section -T1

Project State -T1

Project Township -T1
Project Tract -T1

Q
Qe values from ASFILE method - T8

R

RCN determination report (R4) - T14

RCNL1 - Cultivated Agricultural Lands - T3

RCN2 - Other Agricultural Lands - T3

RCNS3 - Arid and Semiarid Rangelands - T3

RCN4 - Fully Developed Urban Areas (Veg.Estab) - T3

Rainfall (inches) [PS & AS] - T3

Rainfall distribution type - T3, Tools/Options/Rainfall - O4

Range - T1

Recalculated pipe length based on final top of fill elevation
(linear feet) - T10

Remove (link) - T12
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Repeat distances? - Tools/Options/Ground - O3

Reports - T14

Reports - Auxiliary spillway details (R7) - T14
Reports - Conduit detail (R10) - T14

Reports - Construction checkout (R14) - T14
Reports - Create Report - T14

Reports - Deselect All - T14

Reports - Design elevations (R11) - T14

Reports - Earthwork volumes (R13) - T14

Reports - Elevation- storage input (R2) - T14
Reports - Embankment cross section data (R9) - T14
Reports - Ground data (R8) - T14

Reports - Hydrologic data - (R5) - T14
Reports - Job Approval Class (R1) - T14
Reports - Principal spillway trials (R6) - T14
Reports - RCN determination (R4) - T14
Reports - Select All - T14

Reports - Storage volumes (R3) - T14
Reports - Summary (R12) - T 14

Retardance (2) - T8

Riser - T6 (drop)

Riser Crest radius (inches) - T6
Riser Diameter (inches) - T6
Riser Length (inches) - T6
Riser Type - T6

Riser Weir length (inches) - T6

Riser Width (inches) - T6

Runoff (in) - T3
Runoff (inches) [PS & AS] - T3
Runoff Curve Number (RCN) - T3

S
Scale of the Map (Square inches) - T2
Section - T1

Sediment - T4

Sediment Storage - T4

Sediment Storage Required (acre feet) Below inlet - T4
Sediment Storage Required (acre feet) Above inlet - T4
Select All button - T14
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Settled fill - T13, status bar - T12

Settled fill elevation - T13

Settled fill station - T13

Settled top of fill elevation - T12
Settlement (%)/Overfill (feet) - TS
Side slope ratio - T8

Show File Save Dialog when F10 is Pressed -
Tools/Options/General - O1

Slope % Inlet Channel (Auxiliary Spillway) - T8

Slopes (Settled and Constructed) -
Tools/Options/Earthwork - O6

Square Inches (button) - T2

State - T1

Station - T11, T12, T13

Station increment - T11

Station Increment (feet) - Tools/Options/Ground - O3
Storage (acre feet) - T7, T9

Storage (acre feet) AS to Maximum water - T9

Storage (acre feet) Temporary - T7

Storage (acre feet) Temporary (PS to AS) - T9
Storage (acre feet) Total at auxiliary elevation - T7, T9
Storage (acre feet) Total at minimum top of fill - T7
Storage (acre feet) Total at top of fill - T9

Storage (acre feet) Total at water elevation - T9
Storage volume report (R3) - T14

Strip, status bar - T12

Stripping Depth (feet) - T12

Summary report (R12) - T14

T
Tailwater Elevation - T5

Template, Dam Project (link) - T2
Template number - T12
Temporary (PS to AS) storage - T9
Temporary storage - T7

Time of concentration - T3

Top of Dam - status bar T7, T8, T9, T10, T11 -
Tools/Options/Auxiliary Spillway - 02

Top of fill elevation - T9, T12

Top width (feet) - T5, T12

Total at top of fill - T9

Total at auxiliary elevation - T9
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Total at auxiliary storage - T7

Total at minimum top of fill storage - T7
Total at water elevation - T9

Township - T1

Tract-T1

Trial to use for routing auxiliary - T7
Trial 1-3-T7

24-Hr Rain (in) - T3

Type Conduit - T6, T7

U

Upstream berm elevation - T12
Upstream berm width (feet) - T12
Use New Pipe Length (link) - T10

\Y
View (link) - T2, T11, T12

w

Water elevation in auxiliary - T9
Watershed slope (%) - T3

Weir Length (inches) - T6 (drop)
Width (inch) - T6, T7

XYz



